








Hardware Placement:

B1 B2

B2B1

B1

B1

In
si

de
 H

ou
si

ng
:

DD

DD

C1C1

C2C2

C2 C2

C2C2 C1

C1

C1

C1

C1

C1

C1C1O
ut

si
de

 H
ou

si
ng

:

 CT4-GTRC CT-2XDAR-CLIP

BA
B1: Driver mounting
B1 and B2: Additional support 
for pendant mounting

CT4S-LC, CT4S-LATCHSS, 
CT4S-LATCHW

CT4S-MS-(SS/ZP)
CT4I-MS-(SS/ZP)-OPERATOR

DC
C1: For typical mounting 
IP65, IP66, IP69
C1 and C2: For IP67 and 
alternate mounting options
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Patented

The Citadel 4s has been subjected to various testing to assure a superior 
product. Even though the material will withstand a wide temperature range, it is 
incumbent on others to verify that the LED/Driver combination is appropriate for 
the ambient temperature of the application.

HEAT
Testing

UL Listing: File E319249
UL Recognized Components: File E215168

Components Tested and Certified 
by NSF International

Offers 34% more contact between the lens and the gasket.  
Guardian Seal™ is a unique combination 
of our Injection Molded  lens features and 
high performance “poured in place” 
gasket.  This provides the most advanced 
sealing system available.

CitadelGuardianseal
™

IP66
IP65

NSF
UL

PSI 1500
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