1618 HEADLAND DR.
FENTON, MO 63026

Buioing Acoustics & Lighming Lasoratories, nc. (RS

(636) 343-6051 FAX

BALLABS CERTIFIED TEST REPORT NO.: 19667.0 DATE 01/18/17 4
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO 83
DESCRIPTION: 88 LED (44 PER BOARD) 2L-2' ENCLOSED & GASKETED ENCLOSURE [
WITH WHITE FLAT TRAY WITH FROSTED DROP LENS 3
PHILIPS XITANIUM DRIVER #XI054C150V054BST1 w/8K RESISTOR &3
CATALOG NBR: CT2-LED-2L2-LB-35-U e
LAMP TYPE : (2)FORTIMO LED LINE 2FT 4000LM 835 IR LV2 &
o<
CANDLEPOWER DISTRIBUTION 188 g, £8
VERT HORIZONTAL ANGLE ZONAL : . a9, g
ANG O 22.5 45 67.5 90 LUMENS | 7l e £y
0 2063. 2063. 2063. 2063. 2063. N 2o
5 2069. 2058. 2053. 2049. 2046. 196.1 : : @ . . % i
10 2044. 2032. 2025. 2023. 2021. T us
15 1992. 1985. 1977. 1980. 1983. 562.0 %, L
20 1920. 1916. 1910. 1920. 1924. S u
55 1833, 1825. 1823. 1836. 1845. 847.5 il o w0 o KR
30 1728. 1718. 1717. 1737. 1754. I - -
35 1603. 1594. 1599. 1642. 1664. 1015.9 FERTER -
40 1454. 1449. 1479. 1557. 1587. I~
45 1283. 1289. 1365. 1476. 1511. 1070.0 LT
50 1101. 1114. 1248. 1371. 1408. B
55 911. 958. 1128. 1237. 1264.  989.3 I
60 745. 809. 992. 1071. 1088. e .
65 594. 671. 834. 883. 890. 776.4 N e
70  446. 533. 668. 689.  695. S el
75  308. 398. 496. 514. 519.  481.8 F m—L
80 190. 281. 348.  364.  358. e
85  107. 192. 242. 250. 237.  233.2 e e
90 68. 132. 170. 174.  167. B
95 54. 98. 128. 131. 129. 122.6 IR
100 46. 71. 98. 104.  102. R
105 42. 54. 77. 85. 83. 73.6 T
110 34. 40. 59. 67. 67. S e
115 29. 31. 48. 54. 57. 43.5 R
120 22. 21. 35. 43. 45. B
125 16. 15. 25. 34. 35. 22.4 m
130 12. 9. 16. 23. 25, , §>\_d////d
135 8. 0. 11. 16. 18. 7.9 T
140 0. 0. 7. 11. 13. S O ?
145 0. 0. 0. 8. 9. 2.0 ® \
150 0. 0. 0. 0. 0. o '
155 0. 0. 0. 0. 0. .0 ®
160 0. 0. 0. 0. 0.
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0. TESTING
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0. NVLAP LAB CODE 200921-0
LUMEN SUMMAR
ZONE LUMENS $LAMP SFIXT ZONE LUMENS SLAMP SFIXT
0- 30 1606.  NA. 24.9 90-120 240. NA. 3.7
0- 40 2621. NA. 40.7 90-130 262. NA. 4.1
0- 60 4681.  NA. 72.6 90-150 272. NA. 4.2
0- 90 6172.  NA. 95.8 90-180 272.  NA. 4.2
TOTAL LUMINAIRE = 0-180 6444. NA. 100.0
IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.2  CROSS= 1.3

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.: 19667.0 DATE 01/18/17
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 88 LED (44 PER BOARD) 2L-2' ENCLOSED & GASKETED ENCLOSURE
WITH WHITE FLAT TRAY WITH FROSTED DROP LENS
PHILIPS XITANIUM DRIVER #XI054C150V054BST1 w/8K RESISTOR
CATALOG NBR: CT2-LED-2L2-LB-35-U

LAMP TYPE : (2)FORTIMO LED LINE 2FT 4000LM 835 IR LV2
Ak kkkhkhdkhhh kb hhkhhhkhkhhhkhhdkhhkhhkhhhhhhhhhhhhhhhhhhkkhhdhhhhhhhhhkhhkd

LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 16877. 11727. 12988.
55 14774. 10407. 11658.
65 13076. 8582. 9159.
75 11060. 5985. 6255.
85 11419. 3648. : 3587.

**MAXIMUM BRIGHTNESSES NOT MEASURED**
Ikhkkkhhhkhkkhkkhh ok khhkkhk kR Ak kb hhrhkhhkhkkhhkhhhhkdhhhkhhhhhrhdhkhhhkxd
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

wALL .70 .50 .30 .16 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 1.18 1.18 1.18 1.18 1.15 1.15 1.15 1.15 1.09 1.09 1.09 1.03 1.03 1.03 .98 .98 .98 .96
1 1.08 1.03 .99 .95 1.05 1.00 .96 .93 .95 .92 .89 .91 .88 .86 .86 .84 .82 .80
2 .98 .90 .83 .77 .95 .88 .82 .76 .84 .78 .74 .80 .75 .72 .76 .73 .69 .67
3 .90 .80 .71 .65 .87 .78 .70 .64 .74 .68 .63 .71 .65 .61 .68 .63 .59 .57
4 .82 .70 .62 .55 .80 .69 .61 .55 .66 .59 .53 .63 .57 .52 .60 .55 .51 .49
5 .75 .62 .53 .47 .73 .61 .52 .46 .58 .51 .45 .56 .49 .44 .54 .48 .43 .41
6 .69 .56 .47 .40 .67 .54 .46 .40 .52 .45 .39 .50 .43 .38 .48 .42 .38 .36
7 .63 .50 .41 .35 .61 .49 .41 .35 .47 .39 .34 .45 .38 .34 .43 .37 .33 .31
8 .58 .45 .36 .30 .57 .44 .36 .30 .42 .35 .29 .40 .34 .29 .39 .33 .29 .27
9 .54 .40 .32 .26 .52 .39 .31 .26 .38 .31 .25 .36 .30 .25 .35 .29 .25 .23
10 .50 .36 .28 .23 .48 .36 .28 .23 .34 .27 .23 .33 .27 .22 .32 .26 .22 .20

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 19667.0 DATE 01/18/17
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 88 LED (44 PER BOARD) 2L-2' ENCLOSED & GASKETED ENCLOSURE
WITH WHITE FLAT TRAY WITH FROSTED DROP LENS
PHILIPS XITANIUM DRIVER #XI054C150V054BST1 w/8K RESISTOR
CATALOG NBR: CT2-LED-2L2-LB-35-U
LAMP TYPE : (2)FORTIMO LED LINE 2FT 4000LM 835 IR LV2

Ihkhkkhkhkdhhhkhhkkkhhhhkhhkkhhhhkhhrhhhhhkhhrhhhhhhhhhhkhhhhhhhhkhhhhhhhhrhhrhd
ELECTRICAL CHARACTERISTICS 120.0V .4548A 52.922W
LUMINOUS EFFICACY (LUMENS / WATTS) = 121.8

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08

-
c /4

)

F—63/4 —%

Page 3 of 3



