1618 HEADLAND DR.

FENTON, MO 63026 722\
Buiog Acoustics & LichTing LaBORATORIES, INC. [l ()
BALLABS CERTIFIED TEST REPORT NO.: 19671.0 DATE 01/19/17

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 176 LED (44 PER BOARD) 2L-4'ENCLOSED & GASKETED ENCLOSURE
WITH WHITE FLAT TRAY WITH FROSTED DROP LENS

PHILIPS XITANIUM DRIVER #XI075C200V054BST1-26.7K RESISTOR
CATALOG NBR: CT2-LED-2L4-LB-35-U

30 2668. 2642. 2659. 2664. 2663.
35 2489. 2479. 2496. 2513. 2498. 1567.8
40 2280. 2268. 2303. 2337. 2322.
45 2030. 2019. 2094. 2135. 2141. 1613.4
50 1741. 1767. 1862. 1911. 1933.
55 1431. 1500. 1618. 1665. 1697. 1423.4
60 1147. 1226. 1368. 1413. 1440.

SAMPLE IS REPRESENTATIVE. OTHER FACTORS AFFECT FIELD PERFORMANCE.

-

LAMP TYPE : (4) FORTIMO LED LINE 2FT 4000LM 835 IR LV2 5
CANDLEPOWER DISTRIBUTION 188 4, S

VERT HORIZONTAL ANGLE ZONAL : . 2o, 5
ANG © 22.5 45 67.5 90 LUMENS : 7o g, =
0 3090. 3090. 3090. 3090. 3090. T 2

5 3133. 3086. 3068. 3061. 3054. 293.7 000 L % %
10 3093. 3053. 3036. 3027. 3022. N "
15 3027. 2993. 2980. 2971. 2963. 846.0 ¢ S 0 T 0 % i
20 2927. 2903. 2897. 2887. 2882. I T w
25 2813. 2784. 2790. 2785. 2786. 1291.1 i w0 %*g
(4]

- __

65 873. 963. 1112. 1159. 1161. 1054.9 -
70  602.  707. 840. 863.  875. —'"“gg ;
75 376. 469. 576. 598. 618. 565.8 - e
80 192.  284. 376.  388.  400. S

85 60. 157.  232. 236. 236. 211.0 T

90 18. 82. 138.  145.  141. e

95 16 38. 82. 90. 89. 71.4 R
100 15. 19. 50. 61. 61 .

105 12. 9. 29. 39. a1. 27.4 RGN
110 9. 5. 17. 27. 28. Lo e ©
115 6. 2. 10. 17. 21 10.6 CRY ST

120 5. 4. 5. 11. 15. Y A

125 1. 2. 1. 6. 7. 3.1 Lo

130 0. 0. 0. 0. 4. Y O §\\////
135 0. 0. 0. 0. 0. .0 L 2 )

140 0. 0. 0. 0. 0. —T

145 0. 0. 0. 0. 0. o, ® \

150 0. 0. 0. 0. 0. 8

155 0. 0. 0. 0. 0. .0 ®
160 0. 0. 0. 0. 0. st

165 0. 0. 0. 0. 0. .0

170 0. 0. 0. 0. 0. TESTING

175 0. 0. 0. 0. 0. .0

180 0. 0. 0. 0. 0. NVLAP LAB CODE 200921-0

LUMEN SUMMAR

ZONE LUMENS $LAMP SFIXT ZONE LUMENS SLAMP SFIXT

0- 30 2431. NA. 27.1 90-120 109. NA. 1.2

0- 40 3999. NA. 44.5 90-130 112. NA. 1.3

0- 60 7035.  NA. 78.3 90-150 112.  NA. 1.3

0- 90 8867. NA. 98.7 90-180 112. NA. 1.3

TOTAL LUMINAIRE = 0-180 8980.  NA. 100.0
IES SPACING CRITERIA: END= 1.3 DIAGONAL = 1.3 CROSS= 1.3

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGOC SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATICON, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.: 19671.0 DATE 01/19/17
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 176 LED (44 PER BOARD) 2L-4'ENCLOSED & GASKETED ENCLOSURE
WITH WHITE FLAT TRAY WITH FROSTED DROP LENS
PHILIPS XITANIUM DRIVER #XI075C200V054BST1-26.7K RESISTOR
CATALOG NBR: CT2-LED-2L4-LB-35-U

LAMP TYPE : (4) FORTIMO LED LINE 2FT 4000LM 835 IR LV2
Ak kkkkdkhkhkhhkhkhhkhkkhhhhhhhhkhkhhhhhkhhhhhkhkhhhhhhhkrkkhhhkhhhhrhhkkdxd

LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 14138, 10823. 11069.
55 12288. 9286. 9740.
65 10168. 7432. 7757.
75 7155. 4773 . 5126.
85 3369. 2645. 2687.

**MAXIMUM BRIGHTNESSES NOT MEASURED**
Ak khkkhkkhkkkhkkkkkhhhhhhhhkhhkhkkkhhkhh kb hkhhhhhhhhxdhkhhhdkhhhhhhrk ki k
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .s0 .30 ,10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

¢ 1.19 1.19 1.19 1.19 1.16 1.16 1.16 1,16 1.10 1.10 1.10 1.05 1.05 1.05 1.01 1.01 1.01 .99
1 1.09 1.05 1.01 .97 1.06 1,02 .99 .95 .98 .95 .92 .94 .91 .89 .90 .88 .86 .84
2 1.00 .92 .86 .80 .97 .90 .84 .79 .87 .82 .77 .83 .79 .75 .80 .77 .73 .71
3 .92 .82 .74 .68 .89 .80 .73 .67 .77 .71 .66 .74 .69 .65 .71 .67 .63 .61
4 .84 .73 .64 .58 .82 .71 .63 .57 .69 .62 .56 .66 .60 .56 .64 .59 .55 .53
5 .77 .64 .55 .49 .75 .63 .55 .49 .61 .54 .48 .59 .52 .47 .57 .51 .47 .45
6 .71 .58 .49 .42 .69 .56 .48 .42 .55 .47 .42 .53 .46 .41 .51 .45 .41 .39
7 .65 .52 .43 .37 .63 .51 .43 .37 .49 .42 .36 .48 .41 .36 .46 .40 .36 .34

8 .60 .46 .38 .32 .58 .45 .37 .32 .44 .37 .31 .43 .36 .31 .41 .35 .31 .29
9 .55 .41 .33 .28 .54 .41 .33 .27 .39 .32 .27 .38 .32 .27 .37 .31 .27 .25
10 .51 .38 .30 .24 .50 .37 .29 .24 .36 .29 .24 .35 .28 .24 .34 .28 .24 .22

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 19671.0 DATE 01/19/17
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 176 LED (44 PER BOARD) 2L-4'ENCLOSED & GASKETED ENCLOSURE
WITH WHITE FLAT TRAY WITH FROSTED DROP LENS
PHILIPS XITANIUM DRIVER #XI075C200V054BST1-26.7K RESISTOR
CATALOG NBR: CT2-LED-2L4-LB-35-U
LAMP TYPE : (4) FORTIMO LED LINE 2FT 4000LM 835 IR LV2

kkkkhkhkkkhkhkkdhhhkhrhhhhhhhhhhhhhdhkhhhhhhkhhhhhhhhhhrhhrhhhdhhdhkddxdhs
ELECTRICAL CHARACTERISTICS 120.0V .5798A 69.350W
LUMINOUS EFFICACY (LUMENS / WATTS) = 129.5

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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