BuiLoing Acoustics & LigHTING LABORATORIES, INC.

BALLABS CERTIFIED TEST REPORT NO.: 19673.0
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, IN

DESCRIPTION: 176 LED (44 PER BOARD) 2L-4'ENCLOSED & GASKETED ENCLOSURE
WHITE A-SHAPE TRAY wITH SPECULAR REFL & FROSTED DROP LENS
PHILIPS XITANIUM DRIVER #XTI075C200V054BST1-26.7K RESISTOR

CATALOG NBR: CT2-LED-2L4-PG-35-U

1618 HEADLAND DR.
FENTON, MO 63026
(636) 343-6006

(636) 343-6051 FAX
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TESTING

NVLAP LAB CODE 200921-0

LAMP TYPE : (4) FORTIMO LED LINE 2FT 4000LM 835 IR LV2
CANDLEPOWER DISTRIBUTION
VERT HORIZONTAL ANGLE ZONAL
ANG 0 22.5 45 67.5 90 LUMENS
0 416. 416. 416. 416. 416.
5 416. 413. 416. 424 . 425. 39.9
10 413. 414. 429. 446. 453.
15 409. 418. 457. 494. 518. 129.9
20 401. 425. 505. 585. 637.
25 392. 437. 579. 739. 823. 273 .4
30 382. 457. 690. 939. 1044.
35 368. 480. 831. 1155. 1264. 515.3
40 354. 510. 968. 1355. 1456.
45 334. 545, 1099. 1506. 1630. 800.1
50 313. 589. 1211. 1644. 1787.
55 288. 618. 1297. 1760. 1901. 1069.7
60 254. 630. 1353. 1819. 1955.
65 213. 630. 1369. 1826. 1953. 1218.0
70 165. 611. 1347. 1789. 1907.
75 113. 573. 1292. 1721. 1838. 1206.4
80 64 514. 1221. 1638. 1756.
85 33 446. 1126. 1545. 1662. 1081.4
90 24 362. 1002. 1413. 1553.
95 19 274 . 827. 1231. 1395, 828.9
100 16. 184. 613. 948. 1126.
105 12. 113. 406. 643. 766. 410.4
110 9. 63. 242, 393. 457.
115 7. 36. 140. 241. 277. 138.7
120 3. 19. 81. 151. 170.
125 1. 11. 51. 97. 108. 47.8
130 1. 5. 33. 63. 71.
135 0. 3. 20. 40. 45. 16.5
140 0. 0. 12. 25. 31.
145 0. 0. 7. 19. 23. 5.8
150 0. 0. 5. 13. 17.
155 0. 0. 0. 11. i3. 2.0
160 0. 0. 0. 11. 12.
165 0. 0. 0. 0. 11. .4
170 0. 0. 0. 0. 0.
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0.
LUMEN SUMMARY
ZONE LUMENS $LAMP SFIXT ZONE
0- 30 443. NA. 5.7 90-120
0- 40 959. NA. 12.3 90-130
0- 60 2828. NA. 36.3 90-150
0- 90 6334. NA. 81.4 90-180
TOTAL LUMINAIRE = 0-180
IES SPACING CRITERIA: END= 1.4 DIAGONAL = 3.1

20
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LUMENS $LAMP

1378. NA.
1426. NA.
1448. NA.
1450. NA.
7784. NA.

CROSS= 3.7

SFIXT

17.
18.
18.
18.
100.

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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SIGNIFICANCE OF THE TEST IS LIMITED TO THE DEGREE THAT THE TESTED
SAMPLE IS REPRESENTATIVE. OTHER FACTORS AFFECT FIELD PERFORMANCE.
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 2328. 4869. 7225.
55 2470. 6133. 8985.
65 2483. 7169. 10223.
75 2154. 7847. 11163.
85 1881. 8443 12469.

**MAXIMUM BRIGHTNESSES NOT MEASURED* *
hkkkkkkkkhhhhkhkhhkhhkhhhkhkkkhhhhhkhhkkhkkkhkhkhhdkhhkhhhxhhrhhkkhkkkk k¥
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

6 1.15 1.15 1.15 1.15 1.10 1.10 1.10 1,10 1,01 1.01 1.01 .93 .93 .93 .85 .85 .85 .81
1 .98 .91 .84 .78 .93 .87 .81 .75 .79 .74 .70 .72 .68 .64 .65 .62 .59 .55
2 .86 .75 .65 .57 .81 .71 .63 .55 .64 .57 .51 .58 .52 .47 .52 .47 .43 .40
3 .77 .63 .53 .44 .73 .60 .51 .43 .54 .46 .40 .49 .42 .37 .44 .38 .34 .30
4 .69 .54 .44 .35 .65 .52 .42 .34 .47 .38 .31 .42 .35 .29 .38 .32 .27 .23
5 .62 .47 .36 .28 .58 .44 .34 .27 .40 .31 .25 .36 .28 .23 .32 .26 .21 .18
6 .56 .41 .30 .23 .53 .39 .29 .22 .35 .26 .20 .31 .24 .18 .28 .21 .17 .14
7 .51 .36 .26 .19 .48 .34 .25 .18 .31 .22 .16 .28 .20 .15 .25 .18 .14 .11
8 .47 .32 .22 .16 .44 .30 .21 .15 .27 .19 .14 .24 .17 .12 .22 .16 .11 .09
9 .43 .28 .19 .13 .41 .27 .is8 .12 .24 .17 .11 .22 .15 .10 .19 .13 .09 .07
10 .40 .26 .17 .11 .38 .24 .16 .11 .22 .15 .10 .20 .13 .09 .18 .12 .08 .06

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 19673.0 DATE 01/19/17

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 176 LED (44 PER BOARD) 2L-4'ENCLOSED & GASKETED ENCLOSURE
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Kkhkkkhkkhkkkhkhkhhhhkhkhkhhhkhkhhhhkkhkkkhdhkhxhhkhhkhhhhhkhhhhhkkhhkkhkkhhkk k%
ELECTRICAL CHARACTERISTICS 120.0V .5788A 69.230W
LUMINOUS EFFICACY (LUMENS / WATTS) = 112.4

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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