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BALLABS CERTIFIED TEST REPORT NO.: 19689.0 DATE 01/26/17

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 352-LED (44 PER BOARD) 2L-8'ENCLOSED & GASKETED ENCLOSURE
WITH WHITE FLAT TRAY WITH FROSTED DROP LENS

2 PHILIPS XITANIUM #XI075C200V054BST1 w/27K RESISTORS
CATALOG NBR: CT2-LED-2L8-LB-35-U

LAMP TYPE : (8)FORTIMO LED LINE 2FT 4000LM 835 IR LV2
CANDLEPOWER DISTRIBUTION 188 4,
VERT HORIZONTAL ANGLE ZONAL : . . oo,
ANG O 22.5 45 67.5 90 LUMENS @ | 7iel e,
0 6165. 6165. 6165. 6165. 6165. e
5 6143. 6147. 6156. 6170. 6170. 587.8 [ . [ & ;oo 0%
10 6002. 5998. 5998. 5993. 5998. T N U
15 5830. 5825. 5844. 5848. 5857. 1655.5 | @ @ ./ o a0 %
20 5649. 5630. 5662. 5662. 5667. R R T
25 5331. 5318. 5340. 5358. 5349. 2471.3 V000 W0 R

30 5064. 5059. ©5068. 5086. 5064.
35 4624. 4642. 4665. 4724. 4751. 2939.7
40 4175. 4198. 4293. 4447. 4511.
45 3636. 3686. 3912. 4162. 4266. 3041.7
50 3260. 3359. 3722. 3980. 4057.
55 2602. 2779. 3278. 3495. 3536. 2830.7
60 2094. 2344. 2883. 3037. 3042.
65 1591. 1940. 2457. 2570. 2530. 2240.4
70 1120. 1514. 1931. 1977. 1936.
75 707. 1106. 1401. 1410. 1396. 1314.1

A SIGNIFICANCE OF THE TEST IS LIMITED TO THE DEGREE THAT THE TESTED
SAMPLE IS REPRESENTATIVE. OTHER FACTORS AFFECT FIELD PERFORMANCE.

~J
-

80 403. 793. 1043. 1029. 1043.
85 177. 530. 739. 730. 739. 670.2
90 91. 335, 499. 499, 499. o
95 45. 254, 403. 403. 399, 349.9 o
100 32. 177. 317. 326. 326. L
105 0. 127. 240. 263. 263, 201.4 B
110 0. 104. 195. 222. 222. L
115 0. 73. 150. 177. 181. 121.5 L
120 0. 0. 118. 150. 150. L
125 0. 0. 104. 127. 131. 66.6 i
130 0. 0. 86. 113. 118. .
135 0. 0. 73. 86. 86. 39.1 L
140 0. 0. 0. 73. 86. o
145 0. 0. 0. 0. 73. 5. "
150 0. 0. 0. 0. 0 2
155 0. 0. 0. 0. 0 .0 ®
160 0. 0. 0. 0. 0
165 0. 0. 0. 0. 0 0
170 0. 0. 0. 0. 0 TESTING
175 0. 0. 0. 0. 0 .0
180 0. 0. 0. 0. 0. NVLAP LAB CODE 200921-0
LUMEN SUMMAR
ZONE LUMENS $LAMP SFIXT ZONE LUMENS $LAMP SFIXT
0- 30 4715. NA. 25.4 90-120 673. NA. 3.6
0- 40 7654 . NA. 41.3 90-130 739. NA. 4.0
0- 60 13527. NA. 73.0 90-150 784 . NA. 4.2
0- 90 17751. NA. 95.8 90-180 784. NA. 4.2
TOTAL LUMINAIRE = 0-180 18536. NA. 100.0
TES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.2 CROSS= 1.2

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 12912. 9078. 9898.
55 11393. 8164 . 8807.
65 9455. 6829. 7031.
75 6862. 4561. 4546.
85 5094 3014. 3014.

**MAXIMUM BRIGHTNESSES NOT MEASURED**
Kk khkk kA kA A Rk kR AR bk hkhkhhkkkhkkhh Ak hkhhhhkhkhhkhhhhkkhkkkkh kb hkkkkhkk*k
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WwALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 1.18 1.18 1.18 1.18 1.15 1.15 1.15 1.15 1.09 1.09 1.09 1.03 1.03 1.03 .98 .98 .98 .96
1 1.08 1.03 .99 .95 1.05 1.00 .96 .93 .95 .92 .89 .91 .88 .86 .86 .84 .82 .80
2 .98 .90 .83 .78 .95 .88 .82 .76 .84 .79 .74 .80 .76 .72 .76 .73 .70 .67
3 .0 .80 .72 .65 .87 .78 .71L .65 .74 .68 .63 .71 .66 .61 .68 .64 .60 .57
4 .82 .71 .62 .56 .80 .69 .61 .55 .66 .59 .54 .63 .57 .53 .61 .56 .51 .49
5 .75 .62 .54 .47 .73 .61 .53 .46 .58 .51 .46 .56 .50 .45 .54 .48 .44 .42
6 .69 .56 .47 .41 .67 .55 .46 .40 .52 .45 .40 .50 .44 .39 .48 .43 .38 .36
7 .64 .50 .41 .35 .62 .49 .41 .35 .47 .40 .34 .45 .39 .34 .44 .38 .33 .31
8 .59 .45 .36 .31 .57 .44 .36 .30 .42 .35 .30 .41 .34 .29 .39 .33 .29 .27
9 .54 .40 .32 .26 .52 .40 .32 .26 .38 .31 .26 .37 .30 .25 .35 .29 .25 .23
10 .50 .37 .29 .23 .49 .36 . .28 .23 .35 .28 .23 .33 .27 .23 .32 .26 .22 .20

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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Fhhkhkhhkhhhhkhhhhhhkhhhhhkhdhdhhhkhhdhhhhhhhhhhhhhhhdkhdhhkhhhhhkkhkkkhkkkdkxk
ELECTRICAL CHARACTERISTICS 120.0V 1.1587A 138.520W
LUMINOUS EFFICACY (LUMENS / WATTS) = 133.8

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08

-
c /4

1

F——63/4 ———%

Page 3 of 3



