
INDOOR PHOTOMETRIC REPORT
CATALOG: CIRCLED

MANUFACTURER:
TEST #: SLP LIGHTING TEST NO. CIRCLED_FULHAM BEST BOARD_WITH LENS NO WW

COATING_2400MA
TEST LAB: SLP LIGHTING ENGINEERING LAB
CATALOG: CIRCLED
DESCRIPTION: CIRCLED W/ FULHAN BEST BOARD 2400MA WITH LENS NO WHITEWALL COATING

CLD-TCP-18LH NONE (2) XITANIUM 95W SIMPLESET @ 2400MA
LAMP CATALOG: FULHAM BEST LED MODULE PTC033C01M1
LAMP OUTPUT: TOTAL LUMINAIRE LUMENS: 25289.4, ABSOLUTE PHOTOMETRY *
INPUT WATTAGE: 193
LUMINOUS OPENING: RECTANGLE W/LUMINOUS SIDES (L: 18", W: 18", H: 8.04")
CIE CLASS: DIRECT
MAX CD: 9,800.0 AT HORIZONTAL: 0°, VERTICAL: 0°
SPACING CRITERION: @ 0 = 1.24 / @ 90 = 1.24
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ZONAL LUMEN SUMMARY
ZONE LUMENS % LUMINAIRE
0-30 7,580.3 30%
0-40 12,327.8 48.7%
0-60 20,901.2 82.6%
60-90 4,282.1 16.9%
70-100 1,763.3 7%
90-120 106.1 0.4%
0-90 25,183.3 99.6%
90-180 106.1 0.4%
0-180 25,289.4 100%

LUMENS PER ZONE
ZONE LUMENS  % TOTAL   ZONE LUMENS % TOTAL
0-10 926.5 3.7%   90-100 87.3 0.3%
10-20 2,651.9 10.5%   100-110 18.8 0.1%
20-30 4,002.0 15.8%   110-120 0.000 0%
30-40 4,747.5 18.8%   120-130 0.000 0%
40-50 4,702.8 18.6%   130-140 0.000 0%
50-60 3,870.6 15.3%   140-150 0.000 0%
60-70 2,606.2 10.3%   150-160 0.000 0%
70-80 1,319.6 5.2%   160-170 0.000 0%
80-90 356.4 1.4%   170-180 0.000 0%

AVERAGE LUMINANCE (CD/M2)
0 15 30 45 60 75 90

0 46883 46883 46883 46883 46883 46883 46883
45 28621 26764 25715 25376 25715 26764 28621
55 22049 20275 19298 18986 19298 20275 22049
65 15148 13647 12847 12595 12847 13647 15148
75 8525 7475 6937 6771 6937 7475 8525
85 2427 2043 1859 1803 1859 2043 2427

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD
EFFECTIVE FLOOR CAVITY REFLECTANCE: 20% 

RCC %: 80 70 50 30 10 0

RW %:
RCR: 0

1
2
3
4
5
6
7
8
9

10

70 50 30 0
1.19 1.19 1.19 1.19
1.09 1.05 1.01 .97
1.00 .92 .86 .80
.91 .81 .74 .67
.84 .72 .64 .58
.77 .65 .56 .50
.72 .59 .50 .44
.66 .53 .45 .39
.62 .49 .40 .35
.58 .45 .37 .31
.54 .41 .34 .28

70 50 30 0
1.16 1.16 1.16 1.00
1.07 1.03 .99 .86
.97 .90 .84 .73
.89 .80 .73 .63
.82 .71 .63 .54
.75 .64 .56 .48
.70 .58 .49 .42
.65 .52 .44 .38
.60 .48 .40 .34
.56 .44 .36 .31
.53 .41 .33 .28

50 30 20
1.11 1.11 1.11
.98 .95 .93
.87 .82 .77
.77 .71 .65
.69 .62 .56
.62 .54 .49
.56 .49 .43
.51 .44 .38
.47 .39 .34
.43 .36 .31
.40 .33 .28

50 30 20
1.06 1.06 1.06
.94 .92 .90
.83 .79 .75
.74 .69 .64
.66 .60 .55
.60 .53 .48
.54 .48 .43
.49 .43 .38
.45 .39 .34
.42 .35 .31
.39 .32 .28

50 30 20
1.02 1.02 1.02
.91 .89 .87
.80 .77 .74
.71 .67 .63
.64 .59 .55
.58 .52 .48
.53 .47 .42
.48 .42 .38
.44 .38 .34
.41 .35 .31
.38 .32 .28

0
1.00
.85
.72
.61
.53
.46
.40
.36
.32
.29
.26
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CANDELA TABLE - TYPE C
0 15 30 45 60 75 90

0 9800 9800 9800 9800 9800 9800 9800
5 9760 9760 9760 9760 9760 9760 9760

10 9630 9630 9630 9630 9630 9630 9630
15 9410 9410 9410 9410 9410 9410 9410
20 9100 9100 9100 9100 9100 9100 9100
25 8700 8700 8700 8700 8700 8700 8700
30 8210 8210 8210 8210 8210 8210 8210
35 7610 7610 7610 7610 7610 7610 7610
40 6920 6920 6920 6920 6920 6920 6920
45 6120 6120 6120 6120 6120 6120 6120
50 5240 5240 5240 5240 5240 5240 5240
55 4330 4330 4330 4330 4330 4330 4330
60 3440 3440 3440 3440 3440 3440 3440
65 2620 2620 2620 2620 2620 2620 2620
70 1870 1870 1870 1870 1870 1870 1870
75 1230 1230 1230 1230 1230 1230 1230
80 680 680 680 680 680 680 680
85 270 270 270 270 270 270 270
90 90 90 90 90 90 90 90
95 80 80 80 80 80 80 80

100 70 70 70 70 70 70 70
105 0 0 0 0 0 0 0
110 0 0 0 0 0 0 0
115 0 0 0 0 0 0 0
120 0 0 0 0 0 0 0
125 0 0 0 0 0 0 0
130 0 0 0 0 0 0 0
135 0 0 0 0 0 0 0
140 0 0 0 0 0 0 0
145 0 0 0 0 0 0 0
150 0 0 0 0 0 0 0
155 0 0 0 0 0 0 0
160 0 0 0 0 0 0 0
165 0 0 0 0 0 0 0
170 0 0 0 0 0 0 0
175 0 0 0 0 0 0 0
180 0 0 0 0 0 0 0
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