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BALLABS CERTIFIED TEST REPORT NO. : 14520.0 DATE 03/17/09
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2/32W T8 LAMP 52x7x4"SUSPENDED ENCLOSED/GASKETED LUMINAIRE
WHITE REFLECTOR w/CLEAR LINEAL RIBBED ACRYLIC DROP LENS
SYLVANIA BALLAST #QTP2x32T8/UNV ISH-SC WATTS=67 REFL=88%
CATALOG NBR: CT2-2X32T8-DIRA

Ef THAT THE TESTED
CT FIELD PERFORMANCE.
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LAMP TYPE : F32T8/835/RS RATED LUMENS 2950. NBR. LAMPS:- 2 [B
o]
0%
CANDLEPOWER DISTRIBUTION o
VERT HORIZONTAL ANGLE ZONAL 188 o, 3
ANG 0 22.5 45 67.5 90 LUMENS @ . . @y %5
0 965. 965. 965. 965.  965. ST e, e
5 970. 974. 983. 992.  995. 93.8 [ & s £z
10  975. 987. 1009. 1025. 1032. L %, £
15 965. 989. 1025. 1054. 1069. 289.5 . @ i o 5%
20 938. 976. 1037. 1086. 1111. R N - -
25 876. 926. 1000. 1069. 1096. 460.7 . : . ... o s Ry
30 800. 860. 966. 1043. 1076. S SUC IR Y - -
35 751. 816.  939. 1038. 1073. 581.9 ... 0ol LR
40 674. 748. 893.  991. 1016.
45 600. 687. 834. 902. 920. 616.3
50 534. 633. 786. 816.  830.
55 453, 573. 677. 715.  729. 573.3
60 362. 488. 562. 597.  625.
65 282. 394. 465. 543. 581.  455.0
70 198. 287. 385. 490. 527,
75 124. 203. 327. 416. 450. 326.1
80 62. 140. 260. 373.  425.
85 25. 96. 233. 359. 413. 247.4
90 9. 70. 212. 337.  387.
95 0. 47. 183. 297. 346. 190.9
100 0. 30. 146. 253.  297.
105 0. 17. 106. 197. 233. 115.4
110 0. 4. 67. 140.  171.
115 0. 0. 35. 91.  119. 46.0
120 0. 0. 15. 53. 74.
125 0. 0. 7. 30. 42 13.0
130 0. 0. 0. 15. 23,
135 0. 0. 0. 11. 15. 3.6
140 0. 0. 0. 8. 8.
145 0. 0. 0. 0. 0. .0
150 0. 0. 0. 0. 0.
155 0. 0. 0. 0. 0. 0
160 0. 0. 0. 0. 0.
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0.
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0.
LUMEN SUMMARY
ZONE LUMENS %LAMP  $FIXT ZONE LUMENS  %LAMP  $FIXT
0- 30 844.  14.3 21.0 90-120 352. 6.0 8.8
0- 40 1426. 24.2 35.5 90-130 365. 6.2 9.1
0- 60 2615.  44.3 65.2 90-150 369. 6.3 9.2
0- 90 3644. 61.8 90.8 90-180 369. 6.3 9.2
TOTAL LUMINAIRE = 0-180 4013 68.0 100.0

IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.5 CROSS= 1.6



BALLABS CERTIFIED TEST REPORT NO.: 14520.0 DATE 03/17/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 2/32W T8 LAMP 52x7x4"SUSPENDED ENCLOSED/GASKETED LUMINAIRE
WHITE REFLECTOR w/CLEAR LINEAL RIBBED ACRYLIC DROP LENS
SYLVANIA BALLAST #QTP2x32T8/UNV ISH-SC WATTS=67 REFL=88%

CATALOG NBR: CT2-2X32T8-DIRA

LAMP TYPE : F32T8/835/RS RATED LUMENS 2950. NBR. LAMPS: - 2
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 4286. 4504. 4968.
55 3989. 4080. 4394 .
65 3371. 3284. 4103.
75 2420. 2894. 3983.
85 1449 2879. 5103.

**MAXIMUM BRIGHTNESSES NOT MEASURED* *
kkhkkhhkhkhhhrhhhhhkkkhkhkhkhhhhhhhhkhhh Ak khhkk ko kkkhhk ok hkkkkkkkkk ok h ko k ke k ok
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

waLL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 .79 .79 .79 .79 .77 .77 .77 .77 .72 .72 .72 .68 .68 .68 .64 .64 .64 .62
1 .72 .68 .65 .62 .69 .66 .63 .60 .62 .59 .57 .58 .56 .54 .55 .53 .52 .50
2 .65 .59 .54 .50 .63 .57 .53 .49 .54 .50 .47 .51 .48 .45 .48 .45 .43 .41
3 .59 .52 .46 .42 .57 .50 .45 .41 .47 .43 .39 .45 .41 .38 .42 .39 .37 .35
4 .54 .46 .40 .35 .52 .45 .39 .35 .42 .37 .33 .40 .36 .32 .38 .34 .31 .30
5 .49 .40 .34 .30 .47 .39 .33 .29 .37 .32 .28 .35 .31 .27 .33 .29 .26 .25
6 .45 .36 .30 .25 .44 .35 .29 .25 .33 .28 .24 .31 .27 .24 .30 .26 .23 .21
7 .42 .32 .26 .22 .40 .31 .26 .22 .30 .25 .21 .28 .24 .20 .27 .23 .20 .18
8 .38 .29 .23 .19 .37 .28 .23 .19 .27 .22 .18 .25 .21 .18 .24 .20 .17 .16
9 .35 .26 .20 .16 .34 .25 .20 .16 .24 .19 .16 .23 .18 .15 .22 .i8 .15 .13
10 .33 .23 .18 .14 .32 .23 .18 .14 .22 .17 .14 .21 .16 .13 .20 .16 .13 .12

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES




