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BALLABS CERTIFIED TEST REPORT NO.: 14524 .0 DATE 03/17/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 2/32W T8 LAMP 52x7x6"SUSPENDED ENCLOSED/GASKETED LUMINAIRE
SPECULAR GARAGE REFLECTOR w/CLEAR ACRYLIC DROP LENS
SYLVANIA BALLAST #QTP2x32T8/UNV ISH-SC WATTS=67

CATALOG NBR: CT2-2X32T8-LIRA-RF-W

THAT THE TESTED

EGREE
AFFECT FIELD PERFORMANCE.

[=]

LAMP TYPE : F32T8/835/RS RATED LUMENS  2950. NBR. LAMPS:- 2 M
ade)
oG

CANDLEPOWER DISTRIBUTION o2

VERT HORIZONTAL ANGLE ZONAL 180 o, t

ANG O 22.5 45 67.5 90 LUMENS ... . @&y, 35

0O 983. 983. 983. 983.  983. R o9
5 986. 1000. 993. 960.  949. 93.6 ¢ . 0 £
10 996. 1024. 1007. 943.  920. O i
15 986. 1009. 910. 906 . 903. 267.1 o o 0 B
20 966. 961. 878. 889.  906. O - =
25 900. 835. 821. 901. 943. 402.5 . ;. oo o KBS
30 824 . 740. 795. 860 . 833. T T < -
35 766. 687. 808. 745. 717. 468.2 . ;.0 oo oo EE
40 686. 606. 702. 648.  699.
45 607. 570. 621. 694. 762.  497.5

50 531. 540. 546.  745.  832.

55 440. 468. 569. 791. 876. 557.6

60 343. 352. 573. 778.  854.

65 261. 283. 583, 790. 860. 550.0 i

70 178. 260. 570. 772.  845. S A
75  105. 244. 523. 741. 810. 519.8 S R I
80 51. 203. 504. 670. 726. i
85 26. 179. 403. 546. 599. 392.9

90 19. 110. 288.  425.  477.

95 3. 64. 238. 370. 422. 241.3

100 3. 25. 159. 297.  349. g

105 3. 17. 80. 193. 244. 109.4

110 6. 11. 36. 101.  140. S T .

115 6. 0. 24. 47. 69. 26.9 L b ©

120 4. 0. 17. 28. 31. S g",a'bga_ S

125 4. 0. 12. 22. 25. 10.9 © oo LA L

130 8. 0. 0. 18. 22. e g

135 9. 0. 0. 17. 19. 6.0 : = i/A'.*'{ o

140 7. 0. 0. 14. 17. Lo e S

145 9. 0. 0. 0. 15. 1.9 ﬁ“;==¥;<"3 »

150 0. 0. 0. 0. 12. . ® \

155 0. 0. 0. 0. 0. .0 °

160 0. 0. 0. 0. 0.

165 0. 0. 0. 0. 0. .0

170 0. 0. 0. 0. 0.

175 0. 0. 0. 0. 0. .0

180 0. 0. 0. 0. 0.

LUMEN SUMMARY
ZONE LUMENS $LAMP  %FIXT ZONE LUMENS  %LAMP  %FIXT
0- 30 763. 12.9 18.4 90-120 378. 6.4 9.1
0- 40 1231.  20.9 29.7 90-130 388. 6.6 9.4
0- 60 2287.  38.8 55.2 90-150 396. 6.7 9.6
0- 90 3749. 63.5 90.4 90-180 396. 6.7 9.6
TOTAL LUMINAIRE = 0-180 4146 70.3  100.0

IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.2 CROSS= 1.2




BALLABS CERTIFIED TEST REPORT NO.: 14524 .0 DATE 03/17/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 2/32W T8 LAMP 52x7x6"SUSPENDED ENCLOSED/GASKETED LUMINAIRE
SPECULAR GARAGE REFLECTOR w/CLEAR ACRYLIC DROP LENS
SYLVANIA BALLAST #QTP2x32T8/UNV ISH-SC WATTS=67

CATALOG NBR: CT2-2X32T8-LIRA-RF-W

LAMP TYPE : F32T8/835/RS RATED LUMENS 2950. NBR. LAMPS:- 2
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90

ANGLE

' 45 4336. 2820. 3461.
55 3875. 2756. 4243,
65 3120. 3127. 4612,
75 2049. 3253. 5038.
85 1507 3094. 4599.

**MAXIMUM BRIGHTNESSES NOT MEASURED**
Akkkhkkkkkkhkhhkhhhhhkhhhhhhhkhhkhhhkkk kA hhkhhdk Ak hdhhhhhkkhhhkhkk ke kk kk kK
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 .82 .82 .82 .82 .79 .79 .79 .79 .74 .74 .74 .70 .70 .70 .66 .66 .66 .64
1 .73 .68 .64 .61 .70 .66 .62 .59 .62 .59 .56 .58 .55 .53 .54 .52 .50 .48
2 .65 .58 .52 .47 .62 .56 .51 .46 .52 .48 .44 .49 .45 .42 .46 .43 .40 .38
3 .59 .50 .44 .39 .56 .49 .43 .38 .46 .41 .36 .43 .38 .35 .40 .36 .33 .31
4 .54 .44 .37 .32 .51 .43 .37 .32 .40 .35 .30 .38 .33 .29 .35 .31 .28 .26
5 .49 .39 .32 .27 .47 .38 .31 .26 .35 .30 .25 .33 .28 .24 .31 .27 .24 .22
6 .45 .35 .28 .23 .43 .33 .27 .23 .31 .26 .22 .30 .25 .21 .28 .24 .20 .19
7 .41 .31 .24 .20 .39 .30 .24 .19 .28 .23 .19 .27 .22 .18 .25 .21 .18 .16
8 .38 .28 .21 .17 .36 .27 .21 .17 .25 .20 .16 .24 .19 .16 .23 .18 .15 .14
9 .35 .25 .19 .15 .34 .24 .19 .15 .23 .18 .14 .22 .17 .14 .20 .16 .13 .12
10 .33 .23 .17 .13 .31 .22 .17 .13 .2%» .16 .12 .20 .15 .12 .19 .15 .12 .10

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES




