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BALLABS CERTIFIED TEST REPORT NO.: 14523.0 DATE 03/17/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 2/32W T8 LAMP 52x7x6"SUSPENDED ENCLOSED/GASKETED LUMINAIRE
SPECULAR REFLECTOR w/CLEAR ACRYLIC DROP LENS

THAT THE

SYLVANIA BALLAST #QTP2x32T8/UNV ISH-SC WATTS=66 £s
CATALOG NBR: CT2-2X32T8-LIRA-RF-B gx
LAMP TYPE : F32T8/835/RS RATED LUMENS 2950. NBR. LAMPS:- 2 M

CANDLEPOWER DISTRIBUTION

TEST 1S LIMITED TO TH

o
VERT HORIZONTAL ANGLE ZONAL 180 4,, g
ANG 0 22.5 45 67.5 90 LUMENS .. . . o
0 1384. 1384. 1384. 1384. 1384. g
5 1385. 1376. 1404. 1410. 1405. 133.3 5
10 13%92. 1370. 1428. 1440. 1430. iz
15 1358. 1366. 1392. 1364. 1354. 388.2 %
20 1355. 1404. 1361. 1333. 1328. e
25 1245. 1289. 1234. 1235. 1233. 578.2 &
30 1142. 1166. 1129. 1139. 1096. %g
35 1052. 1062. 1057. 1009. 1004. 652.7 54
40 942. 941. 916. S01. 912.
45 829. 840. 920. 841. 845. 665.6
50 728. 744 . 736. 784 . 783.
55 602. 631. 658. 728. 795. 609.1
60 462. 488. 554. 729. 780.
65 345. 387. 566. 703. 746. 546.3
70 227. 303. 522. 652. 692.
75 133. 249. 456. 506. 532. 408.2
80 62. 203. 319. 422. 462.
85 30. 128. 270. 359. 390. 263.8
90 19. 96. 208. 286. 314.
95 8. 59. 167. 248. 279. 168.4
100 0. 31. 126. 203. 233.
105 0. 15. 83. 160. 187. 93.0
110 0. 15. 40. 104. 134.
115 0. 0. 17. 52. 74. 26.3
120 0. 0. 15. 25. 36.
125 0. 0. 20. 19. 22. 11.2
130 0. 0. 18. 18. 18.
135 0. 0. 0. 0. 18. 1.8
140 0. 0. 0. 0. 22.
145 0. 0. 0. 0. 19. 1.5
150 0. 0. 0. 0. 15.
155 0. 0. 0. 0. 0. .0
160 0. 0. 0. 0. 0.
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0.
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0.
LUMEN SUMMARY
ZONE LUMENS %LAMP $FIXT ZONE LUMENS %*LAMP FIXT
0- 30 1100. 18.6 24 .2 90-120 288. 4.9 6.3
0- 40 1752. 29.7 38.5 90-130 299, 5.1 6.6
0- 60 3027. 51.3 66.6 90-150 302. 5.1 6.6
0- 90 4245. 72.0 93.4 90-180 302. 5.1 6.6
TOTAL LUMINAIRE = 0-180 4548. 77.1 100.0

IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.2 CROSS= 1.2



BALLABS CERTIFIED TEST REPORT NO.: 14523.0 DATE 03/17/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 2/32W T8 LAMP 52x7x6"SUSPENDED ENCLOSED/GASKETED LUMINAIRE
SPECULAR REFLECTOR w/CLEAR ACRYLIC DROP LENS

SYLVANIA BALLAST #QTP2x32T8/UNV ISH-SC WATTS=66
CATALOG NBR: CT2-2X32T8-LIRA-RF-B
LAMP TYPE : F32T8/835/RS RATED LUMENS 2950. NBR. LAMPS: - 2

**********************************************************************

LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 5922. 4178. 3838.
55 5302. 3187. 3851.
65 4124. 3036. 4001.
75 2596. 2836. 3309.
85 1739. 2073 2994.

**MAXIMUM BRIGHTNESSES NOT MEASURED**
ok ko kA kkhkk kI Ak Ak kkhk kA A Ak k kIR A hk ok hkkkkkkkhkhhhkkkhkhhkhhhkkkhkkkdhkdok
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 -30 .10 .00

WALL .70 .50 .30 .i0 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 .91 .91 .91 .91 .88 .88 .88 .88 .83 .83 .83 .78 .78 .78 .74 .74 .74 .72
1 .82 .78 .74 .71 .79 .76 .72 .69 .71 .69 .66 .67 .65 .63 .64 .62 .60 .58
2 .74 .68 .62 .57 .72 .66 .61 .56 .62 .58 .54 .59 .55 .52 .56 .53 .50 .48
3 .68 .60 .53 .48 .65 .58 .52 .47 .55 .50 .46 .52 .48 .44 .49 .46 .43 .41
4 .62 .53 .46 .41 .60 .51 .45 .40 .49 .43 .39 .46 .42 .38 .44 .40 .37 .35
5 .57 .47 .40 .34 .55 .45 .39 .34 .43 .37 .33 .41 .36 .32 .39 .35 .31 .30
6 .52 .42 .35 .30 .50 .41 .34 .29 .39 .33 .29 .37 .32 .28 .35 .31 .27 .26
7 .48 .38 .31 .26 .46 .37 .30 .26 .35 .29 .25 .33 .28 .25 .32 .27 .24 .22
8 .44 .34 .27 .23 .43 .33 .27 .22 .32 .26 .22 .30 .25 .21 .29 .24 .21 .19
9 .41 .30 .24 .20 .40 .30 .24 .19 .28 .23 .19 .27 .22 .19 .26 .22 .18 .17
10 .38 .28 .21 .17 .37 .27 .21 .17 .26 .21 .17 .25 .20 .16 .24 .19 .16 .15

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES






