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BALLABS CERTIFIED TEST REPORT NO.: 14516.0 DATE 03/18/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 2/54W T5HO LAMP 52x7x4"SUSPEND ENCLOSED/GASKETED LUMINAIRE
SPECULAR REFLECTOR w/CLEAR LINEAL RIBBED ACRYLIC DROP LENS
UNIVERSAL BALLAST #B254PUNV-D WATTS=92

CATALOG NBR: CT2-2X54T5HO-DIRA-RF-B

FIELD PERFORMANCE.
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LAMP TYPE : FP54T5HO/835 RATED LUMENS  5000. NBR. LAMPS:- 2 [&
oo
CANDLEPOWER DISTRIBUTION o
VERT HORIZONTAL ANGLE ZONAL 188 4, 52
ANG O 22.5 45 67.5 90 . LUMENS : . . . a9, 2
0 1532. 1532. 1532. 1532. 1532. LT e, o3
5 1535. 1537. 1560. 1595. 1615. 149.6 00 T he
10 1537. 1546. 1593. 1668. 1713. SN S % =
15 1512. 1581. 1710. 1837. 1868. 483.2 T o 52
20 1445. 1522. 1801. 1875. 1885. B
25 1345. 1491. 1724. 1816. 1853. 767.2 -0 0o S L
30 1210. 1450. 1624. 1652. 1599. TR Y - &
35 1117. 1388. 1562. 1563. 1611. 923.0 .o T T T
40 999. 1255. 1333, 1442. 1380. e
45 883. 1135. 1199. 1250. 1218. 897.3 -
50 766. 1020. 1079. 1063. 1051.
55  640. 868. 878. 878. 884. 759.4
60  499. 688 . 695. 723. 759.
65  383. 525. 572. 667. 739. 577.0 o .
70  262. 367. 465. 645. 711. sl
75  156. 245. 413. 586. 646 . 435.1 sa|.
80 78. 168. 357. 521. 578.
85 36. 128. 283. 417. 472. 295.1
90 17. 85. 218. 338. 382.
95 8. 56. 189. 287. 329. 191.1
100 0. 39. 150. 230. 261. 'f
105 0. 23. 113. 181. 205. 110.9
110 0. 11. 73. 129. 153. N
115 0. 5. 44. 82. 98. 44 .7 ©
120 0. 0. 23. 63. 73.
125 0. 0. 10. 39. 53. 16.9
130 0. 0. 0. 20. 29.
135 0. 0. 0. 18. 20. 5.4
140 0. 0. 0. 16. 16.
145 0. 0. 0. 0. 0. .0
150 0. 0. 0. 0. 0.
155 0. 0. 0. 0. 0. .0
160 0. 0. 0. 0. 0. +
165 0. 0. 0. 0. 0. .0 2 5/16°
170 0. 0. 0. 0. 0. ~+R )
175 0. 0. 0. 0. 0. .0 L8
180 0. 0. 0. 0. 0. =8
LUMEN SUMMARY
ZONE LUMENS  S$LAMP  %FIXT ZONE LUMENS  %LAMP  %FIXT
0- 30 1400. 14.0 24.8 90-120 347. 3.5 6.1
0- 40 2323. 23.2 41.1 90-130 364. 3.6 6.4
0- 60 3980. 39.8 70.4 90-150 369. 3.7 6.5
0- 90 5287. 52.9 93.5 90-180 369. 3.7 6.5
TOTAL LUMINAIRE = 0-180 5656. 56.6 100.0

IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.5 CROSS= 1.5




BALLABS CERTIFIED TEST REPORT NO.: 14516.0 DATE 03/18/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 2/54W T5HO LAMP 52x7x4"SUSPEND ENCLOSED/GASKETED LUMINAIRE
SPECULAR REFLECTOR w/CLEAR LINEAL RIBBED ACRYLIC DROP LENS
UNIVERSAL BALLAST #B254PUNV-D WATTS=92

CATALOG NBR: CT2-2xX54T5HO-DIRA-RF-B

LAMP TYPE : FP54T5HO/835 RATED LUMENS 5000. NBR. LAMPS:- 2
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 6308. 6474 . 6577.
55 5636. 5292. 5328.
65 4578. 4039. 5219.
75 3045. 3655. 5717.
85 2086 3496. 5832.

**MAXIMUM BRIGHTNESSES NOT MEASURED* *
Akkkk kR kkkkkkkkkkhkhkkkhkk ko khh ok hkh ko ko hkhk ok ko k ok k kA h kI h ko kkkkkkkh ok kk &
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 .66 .66 .66 .66 .64 .64 .64 .64 .61 .61 .61 .57 .57 .57 .54 .54 .54 .53
1 .60 .58 .55 .53 .58 .56 .54 .51 .53 .51 .49 .50 .48 .47 .47 .46 .45 .44
2 .55 .50 .46 .43 .53 .49 .45 .42 .46 .43 .41 .44 .41 .39 .42 .40 .38 .36
3 .50 .44 .40 .36 .49 .43 .39 .36 .41 .38 .35 .39 .36 .34 .37 .35 .33 .31
4 -46 .40 .35 .31 .45 .39 .34 .30 .37 .33 .30 .35 .32 .29 .33 .30 .28 .27
5 .42 .35 .30 .26 .41 .34 .29 .26 .33 .28 .25 .31 .27 .25 .30 .27 .24 .23
6 .39 .31 .26 .23 .38 .31 .26 .23 .29 .25 .22 .28 .24 .22 .27 .24 .21 .20
7 .36 .28 .23 .20 .35 .28 .23 .20 .26 .22 .19 .25 .22 .19 .24 .21 .18 .17
8 .33 .25 .20 .17 .32 .25 .20 .17 .24 .20 .17 .23 .19 .i6 .22 .18 .16 .15
9 .30 .23 .18 .15 .29 .22 .18 .15 .21 .17 .14 .20 .17 .14 .20 .16 .14 .13
10 .28 .22 .16 .13 .27 .20 .16 .13 .19 .15 .13 .19 .15 .12 .18 .15 .12 .11

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES




