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BALLABS CERTIFIED TEST REPORT NO.: 14518.0 DATE 03/18/09
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2/54W TS5HO LAMP 52x7x6"SUSPEND ENCLOSED/GASKTED LUMINAIRE
SPECULAR REFLECTOR w/CLEAR ACRYLIC DROP LENS
UNIVERSAL BALLAST #B254PUNV-D WATTS=93
CATALOG NBR: CT2-2x54T5HO-LIRA-RF-B
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LAMP TYPE : FP54T5HO/835 RATED LUMENS  5000. NBR. LAMPS:- 2 [
—Q
os

CANDLEPOWER DISTRIBUTION o

VERT HORIZONTAL ANGLE ZONAL 180 £

ANG 0 22.5 45 67.5 90 LUMENS : . oy, 7

0 1810. 1810. 1810. 1810. 1810. ST e, -3

5 1810. 1808. 1923. 1943. 1937. 180.1 : [ . & - S g2

10 1810. 1806. 2036. 2068. 2052. L e % iz
15 1781. 1896. 2004. 2002. 2001. 552.3 . Uil 00w ER
20 1733. 1981. 1973. 1990. 2040. I A A -
25 1614. 1841. 1844. 1993. 2043. 868.6 : . . - 5
z3

30 1459. 1630. 1812. 1853. 1775. Tl g
35 1354. 1560. 1733. 1661. 1646. 1013.6 | & - - .. oo
40 1209. 1407. 1482. 1454. 1428.

45 1074. 1307. 1308. 1297. 1306. 987.8
50 925. 1205. 1134. 1132. 1177.
55 764. 1010. 905. 1054. 1113. 876.4
60 589. 764. 825. 1011. 1076.
65 443. 570. 806. 915. 951. 741.5
70 292. 412. 677. 847. 958.
75 171. 375. 599. 829. 871. 614.6
80 84. 222. 531. 639. 670.
85 44 . 202. 344. 413. 441. 327.7
90 31. 103. 186. 237. 256.
95 7. 42. 95. 152. 175. 103.7
100 0. 31. 53. 72. 84.
105 0. 25. 38. 60. 62 40.7
110 0. 14. 33. 41. 50.
115 0. 0. 28. 36. 44 . 21.3
120 0. 0. 23. 36. 39.
125 0. 0. 19. 29. 32. 14.4
130 0. 0. 0. 28. 29
135 0. 0. 0. 28. 20. 7.4
140 0. 0. 0. 29. 0.
145 0. 0. 0. 0. 0. .0
150 0. 0. 0. 0. 0.
155 0. 0. 0. 0. 0. .0
160 0. 0. 0. 0. 0.
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0.
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0.
LUMEN SUMMARY
ZONE LUMENS %LAMP ¥FIXT ZONE LUMENS %$LAMP FFIXT
0- 30 1601. 16.0 25.2 90-120 166. 1.7 2.6
0- 40 2615. 26.1 41.2 90-130 180. 1.8 2.8
0- 60 4479. 44 .8 70.5 90-150 187. 1.9 3.0
0- 90 6163. 61.6 97.0 90-180 187. 1.9 3.0
TOTAL LUMINAIRE = 0-180 6350 63.5 100.0

IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.4 CROéS: 1.4



BALLABS CERTIFIED TEST REPORT NO. : 14518.0 DATE 03/18/09
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2/54W TS5HO LAMP 52x7x6"SUSPEND ENCLOSED/GASKTED LUMINAIRE
SPECULAR REFLECTOR w/CLEAR ACRYLIC DROP LENS
UNIVERSAL BALLAST #B254PUNV-D WATTS=93
CATALOG NBR: CT2-2x54T5HO-LIRA-RF-B
LAMP TYPE : FPS54T5HO/835 RATED LUMENS 5000. NBR. LAMPS: - 2
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 7672. 5940. 5931.
55 6728. 4383. 5391.
65 5295. 4323. 5100.
75 3337. 3725. 5417.
85 2550 2641. 3386.

**MAXIMUM BRIGHTNESSES NOT MEASURED**
Hhkhkhkhkhkhhhkhhkkhkkkkkkhhhhhhkkh ok kkkh ko kkk ok hk ok ok kA kkkhkkkkkkkkh Rk h ke k& &k
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 .7% .75 .7% .7 .73 .73 .73 .73 .70 .70 .70 .66 .66 .66 .63 .63 .63 .62
1 .68 .65 .62 .59 .66 .63 .61 .58 .60 .58 .56 .57 .56 .54 .55 .53 .52 .50
2 .62 .56 .52 .48 .60 .55 .51 .47 .52 .49 .46 .50 .47 .45 .48 .45 .43 .42
3 .57 .50 .44 .40 .55 .49 .44 .40 .46 .42 .39 .44 .41 .38 .43 .40 .37 .35
4 .52 .44 .38 .34 .50 .43 .38 .34 .41 .37 .33 .40 .36 .32 .38 .35 .32 .30
5 .47 .39 .33 .29 .46 .38 .33 .29 .37 .32 .28 .35 .31 .28 .34 .30 .27 .26
6 .44 .35 .29 .25 .42 .34 .29 .25 .33 .28 .24 .32 .27 .24 .30 .27 .24 .22
7 .40 .31 .26 .22 .39 .31 .25 .22 .30 .25 .21 .29 .24 .21 .28 .24 .21 .19
8 .37 .28 .23 .19 .36 .28 .22 .19 .27 .22 .1% .26 .21 .18 .25 .21 .18 .17
9 .34 .25 .20 .16 .33 .25 .20 .16 .24 .19 .16 .23 .19 .16 .22 .18 .16 .14
10 .32 .23 .18 .14 .31 .23 .18 .14 .22 .17 .14 .21 .17 .14 .20 .17 .14 .13

TESTED IN ACCORDANCE WITH CURRENT IEKS PROCEDURES




