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BALLABS CERTIFIED TEST REPORT NO.: 14517.0 DATE 03/18/09
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2/54W TS5HO LAMP 52x7x6"SUSPEND ENCLOSED/GASKETED LUMINAIRE
WHITE REFLECTOR w/CLEAR ACRYLIC DROP LENS
UNIVERSAL BALLAST #B254PUNV-D WATTS=94 REFL=88%
CATALOG NBR: CT2-2X54TSHO-LIRA

THAT THE TESTED

EE
FFECT FIELD PERFORMANCE.

DEGR
AFFE

LAMP TYPE : FP54T5HO/835 RATED LUMENS  5000. NBR. LAMPS:- 2 k&
os
CANDLEPOWER DISTRIBUTION s
VERT HORIZONTAL ANGLE ZONAL 188 . s
ANG 0 22.5 45 67.5 90 LUMENS : . . . @y 2
0 1446. 1446. 1446. 1446. 1l4ds. P s
5 1450. 1485. 1502. 1523. 1529. 143.2 - ¢ 0 0 T Ha
10 1460. 1516. 1574. 1609. 1615. T =
15 1442. 1535. 1593. 1584. 1593. 441.5 | | [ oo 0 o s KR
20 1413. 1531. 1560. 1584. 1600. A
25 1326. 1464. 1479. 1562. 1602. 690.7 .G 0SS 3.
30 1222. 1342. 1417. 1537. 1572. 2%
35 1143. 1261. 1400. 1527. 1584. 871.9 =2
40 1035. 1150. 1345. 1495. 1521.
45 923. 1065. 1291. 1434. 147s6. 966.0
50  818. 987. 1222. 1357. 1441.
55  694. 891. 1120. 1337. 1417. 987.7
60  553. 760. 1036. 1253. 1320.
65  431. 655. 1002. 1148. 1172. 895.0
70  296. 543. 855. 1013. 1110.
75  181. 460. 710. 958. 1029. 722.8
80 98 282. 652. 788. 837.
85 53. 256.  468. 592. 639. 453.3
90 36. 140. 277. 370.  407.
95 7. 42. 131. 222. 258. 143.9
100 0. 29. 53. 90. 115.
105 0. 23. 38. 56. 62. 39.1
110 0. 17. 32. 39. 47.
115 0. 19. 23. 33. 39. 23.5
120 0. 0. 22. 32. 35.
125 0. 0. 20. 26. 29 13.6
130 0. 0. 0. 26. 28
135 0. 0. 0. 16. 23. 5.3
140 0. 0. 0. 0. 0.
145 0. 0. 0. 0. 0. .0
150 0. 0. 0. 0. 0.
155 0. 0. 0. 0. 0. .0
160 0. 0. 0. 0. 0.
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0.
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0.
LUMEN SUMMARY
ZONE LUMENS  %LAMP  %FIXT ZONE LUMENS  %LAMP  $FIXT
0- 30 1275. 12.8 19.9 90-120 206. 2.1 3.2
0- 40 2147. 21.5 33.6 90-130 220. 2.2 3.4
0- 60 4101. 41.0 64.1 90-150 225. 2.3 3.5
0- 90 6172. 61.7 96.5 90-180 225. 2.3 3.5
TOTAL LUMINAIRE = 0-180 6397. 64.0 100.0

IES SPACING CRITERIA: END= 1.3 DIAGONAL = 1.5 CROSS= 1.6
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 6594. 5863. 6703.
55 6112. 5425. 6863.
65 5151. 5374. 6286.
75 3533. 4416. 6400.
85 3072 3593 4906.

**MAXIMUM BRIGHTNESSES NOT MEASURED**
Khkkkhkkkkhkhkkkkhhhkkkkkkhhkkhhkhkkhkhkhh ok hkrkhkhhkhkkhkkkkkkrkkkhkdkrk kkkk
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 .76 .76 .76 .76 .74 .74 .74 .74 .70 .70 .70 .66 .66 .66 .63 .63 .63 .62
1 .68 .64 .61 .58 .66 .62 .59 .57 .59 .57 .54 .56 .54 .52 .54 .52 .50 .49
2 .61 .55 .50 .46 .59 .53 .49 .45 .51 .47 .44 .48 .45 .42 .46 .43 .41 .39
3 .55 .48 .42 .38 .53 .47 .41 .37 .44 .40 .36 .42 .38 .35 .40 .37 .34 .33
4 .50 .42 .36 .31 .49 .41 .35 .31 .39 .34 .30 .37 .33 .30 .36 .32 .29 .27
5 .46 .37 .31 .26 .44 .36 .30 .26 .34 .29 .25 .33 .28 .25 .31 .27 .24 .23
6 .42 .33 .27 .22 .40 .32 .26 .22 .30 .25 .22 .29 .25 .21 .28 .24 .21 .19
7 .38 .29 .23 .19 .37 .29 .23 .19 .27 .22 .19 .26 .22 .18 .25 .21 .18 .17
8 .35 .26 .20 .16 .34 .26 .20 .16 .24 .19 .16 .23 .19 .16 .22 .18 .15 .14
9 .33 .23 .18 .14 .31 .23 .18 .14 .22 .17 .14 .21 .17 .13 .20 .16 .13 .12
10 .30 .21 .16 .12 .29 .21 .16 .12 .20 .15 .12 .19 .15 .12 .18 .14 .12 .10

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES



