1618 HEADLAND DR.
B A L L e o\ we—
UILDING RCOUSTICS & KIGHTING LABORATORIES, INC. REpere== vam i

BALLABS CERTIFIED TEST REPORT NO.: 14549.0 DATE 04/13/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 2/54W TS5HO C LAMP 52x7x4"SUSPENDED ENCLOSED LUMINAIRE
SPECULAR REFLECTOR w/CLEAR LINEAL RIBBED ACRYLIC DROP LEN
UNIVERSAL BALLAST #B254PUNV-D WATTS=100

CATALOG NBR: CT2-2X54TS5HO-DIRA-RF-B

LAMP TYPE : FP54T5HO/835/C RATED LUMENS  4900. NBR. LAMPS:- 2 [
0%

CANDLEPOWER DISTRIBUTION »

VERT HORIZONTAL ANGLE ZONAL 188 5t
ANG O 22.5 45 67.5 90 LUMENS © . . &9 o
0 1801. 1801. 1801. 1801. 1801. T - Y 5s

5 1780. 1765. 1790. 1826. 1828. 171.5 : @ = . o o
10 1746. 1771. 1818. 1862. 1908. S =
15 1660. 1722. 1863. 1995. 2023. 525.9 @ @ o0 o oo G
20 1644. 1729. 2013. 2077. 2085. S
25 1513. 1650. 1893. 1972. 2015. 842.3 . . . 0 o L” L

30 1392. 1651. 1805. 1832. 1771. R
35 1254, 1529. 1695. 1691. 1719. 1005.4 ;oo o e
40 1146. 1408. 1478. 1605. 1562.

45 1017. 1275. 1432. 1380. 1421. 1027.3
50 861. 11259. 1189. 1189. 1170.

55  720. 951. 988. 966. 989. 843.2
60 563. 754 . 772. 804 . 830.

65  430. 579. 635. 735. 807. 637.1

70 294. 415. 517. 710. 770.

75  177. 278. 457, 648 . 711. 483.2
80 88. 194. 407. 583. 640.
85 39. 150. 326. 476. 533. 337.7
90 19. 98. 253. 385. 431.
95 9. 68 . 234, 354. 397. 234.3

100 0. 48. 179. 283. 321.

105 0. 29. 132. 210. 236. 129.3

110 0. 12. 86. 150. 175.

115 0. 7. 53. 99. 120. 54.3

120 0. 0. 28. 72, 86.

125 0. 0. 13. a7. 61. 20.3

130 0. 0. 14. 24. 34.

135 0. 0. 0. 16. 22. 5.2

140 0. 0. 0. 8. 8.

145 0. 0. 0. 0. 0. .0

150 0. 0. 0. 0. 0.

155 0. 0. 0. 0. 0. 0

160 0. 0. 0. 0. 0.

165 0. 0. 0. 0. 0. .0 2 5/16°

170 0. 0. 0. 0. 0. ~+ I«
175 0. 0. 0. 0. 0. .0 Hi5/16°

180 0. 0. 0. 0. 0. H=E%F =

LUMEN SUMMARY
ZONE LUMENS %LAMP  %FIXT ZONE LUMENS  %LAMP  %FIXT
0- 30 1540. 15.7 24.4 90-120 418. 4.3 6.6
0- 40 2545 26.0 40.3 90-130 438, 4.5 6.9
0- 60 4416. 45.1 69.9 90-150 444, 4.5 7.0
0- 90 5874. 59.9 93.0 90-180 444, 4.5 7.0
TOTAL LUMINAIRE = 0-180 6317 64.5 100.0

IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.4 CROéS: 1.4




BALLABS CERTIFIED TEST REPORT NO.: 14549.0 DATE 04/13/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 2/54W T5HO C LAMP 52x7x4"SUSPENDED ENCLOSED LUMINAIRE
SPECULAR REFLECTOR w/CLEAR LINEAL RIBBED ACRYLIC DROP LEN
UNIVERSAL BALLAST #B254PUNV-D WATTS=100

CATALOG NBR: CT2-2X54T5HO-DIRA-RF-B

LAMP TYPE : FP54T5HO/835/C RATED LUMENS 49500. NBR. LAMPS: - 2

khkkhkkhkkhkkhkkhkhhkhkhkhkhkhkhkkhkkhkhkkhkkhkhkkhkhkhkkkkhkhkhkkhkhkkhkkkhkhkhkhkkhkhkhkhkkkhkhhhkhkdkhkdkhkkhhkik

LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 7265. 7733. 7673.
55 6341. 5955. 5961.
65 5140. 4484 . 5699.
75 3454. 4045. 6293.
85 2260. 4028 6585.

**MAXTMUM BRIGHTNESSES NOT MEASURED* *
Kkhkhhk Ak ko hhkhkkkkhhhkkhkk Ak hk kI ok dhkhhhkk ok h ok h k kA kA hh ok ko h kA h ke kkhkh ko h kK
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 .76 .76 .76 .76 .73 .73 .73 .73 .69 .69 .69 .65 .65 .65 .62 .62 .62 .60
1 .69 .65 .62 .60 .66 .64 .61 .58 .60 .58 .56 .57 .55 .53 .54 .52 .51 .49
2 .63 .57 .53 .49 .60 .56 .51 .48 .53 .49 .46 .50 .47 .44 .47 .45 .43 .41
3 .57 .51 .45 .41 .55 .49 .44 .41 .47 .43 .39 .44 .41 .38 .42 .39 .37 .35
4 .53 .45 .39 .35 .51 .44 .39 .35 .42 .37 .34 .40 .36 .33 .38 .34 .32 .30
5 .48 .40 .34 .30 .46 .39 .33 .29 .37 .32 .29 .35 .31 .28 .34 .30 .27 .26
6 -44 .36 .30 .26 .43 .35 .29 .26 .33 .28 .25 .32 .28 .24 .30 .27 .24 .22
7 .41 .32 .26 .22 .39 .31 .26 .22 .30 .25 .22 .29 .24 .21 .27 .24 .21 .19
8 .38 .29 .23 .19 .36 .28 .23 .19 .27 .22 .19 .26 .21 .18 .25 .21 .18 .17
9 .35 .26 .20 .17 .33 .25 .20 .17 .24 .20 .16 .23 .19 .16 .22 .18 .16 .14
10 .32 .23 .18 .15 .31 .23 .18 .15 .22 .17 .14 .21 .17 .14 .20 .16 .14 .13

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES



