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BALLABS CERTIFIED TEST REPORT NO.: 14548.0 DATE 04/14/09
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2/54W TS5HO C LAMP 52x7x4"SUSPENDED ENCLOSED LUMINAIRE
WHITE REFLECTOR w/CLEAR LINEAL RIBBED ACRYLIC DROP LENS
UNIVERSAL BALLAST #B254PUNV-D WATTS=101] REFL=88%
CATALOG NBR: CT2-2X54T5HO-DIRA

E THAT THE

RE
ECT

AFF

W
=]

LAMP TYPE : FP54T5HO/835/C RATED LUMENS  4900. NBR. LAMPS:- 2 [
"0
os

CANDLEPOWER DISTRIBUTION oF

VERT HORIZONTAL ANGLE ZONAL 188 L3

ANG © 22.5 45 67.5 90 LUMENS . &y i

0 1590. 1590. 1590. 1590. 1590. - o
5 1580. 1584. 1595. 1598. 1602. 152.0 @ = . . [ 5o 2
10 1554. 1569. 1599. 1644. 1663. L T %, iz
15 1484. 1512. 1602. 1655. 1664. 449.5 = oo o o B
20 1487. 1544. 1671. 1728. 1767. >
25 1371. 1469. 1580. 1698. 1734. 729.0 . . G . T o Ky
30 1274. 1406. 1560. 1654. 1699. R SRR 3 -
35 1153. 1281. 1462. 1643. 1705. 913.2 . 0 7.

40 1072. 1208. 1442. 1653. 1688. S

45 962. 1128. 1452. 1518. 1547. 1036.3
50 821. 1006. 1265. 1314. 1324.

55 691. 891. 1083. 1124. 1148. 901.1

60 552. 773. 885. 953. 996.

65 427. 624. 738. 888. 965. 731.1

70 300. 462. 627. 845. 920.

75 184. 319. 551. 761. 827. 565.1

80 93. 231. 471. 686. 761.

85 42. 178. 406. 607. 678. 423.1

90 19. 122. 326. 502. 561.

95 11. 77. 268. 412. 465. 271.4
100 i1. 51. 185. 299. 342. K
105 0. 32. 135. 209. 234. 130.4
110 0. 13. 87. 149. 173.

115 0. 7. 53. 97. 115. 53.2
120 0. 0. 29. 71. 81.
125 0. 0. 14. 48. 61. 20.7
130 0. 0. 4. 28. 36.
135 0. 0. 0. 14. 21. 4.7
140 0. 0. 0. 0. 18.
145 0. 0. 0. 0. 0. .0
150 0. 0. 0. 0. 0.
155 0. 0. 0. 0. 0. .0
160 0. 0. 0. 0. 0.
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0.
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0.

LUMEN SUMMARY

ZONE LUMENS %LAMP $FIXT ZONE LUMENS %¥LAMP $FIXT
0- 30 1330. 13.6 20.9 80-120 455. 4.6 7.1
0- 40 2244. 22.9 35.2 90-130 476 . 4.9 7.5
0- 60 4181. 42 .7 65.5 $0-150 481. 4.9 7.5
0- 90 5900. 60.2 92.5 90-180 481. 4.9 7.5

TOTAL LUMINAIRE = 0-180 6381. 65.1 100.0

IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.4 CROSS= 1.6




BALLABS CERTIFIED TEST REPORT NO.: 14548.0 DATE 04/14/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 2/54W TS5HO C LAMP 52x7x4"SUSPENDED ENCLOSED LUMINAIRE
WHITE REFLECTOR w/CLEAR LINEAL RIBBED ACRYLIC DROP LENS
UNIVERSAL BALLAST #B254PUNV-D WATTS=101 REFL=88%

CATALOG NBR: CT2-2X54T5HO-DIRA

LAMP TYPE : FP54T5HO/835/C RATED LUMENS 4900. NBR. LAMPS:- 2
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 6872. 7841. 8354.
55 6085. 6527. 6919.
65 5104. 5212. 6815.
75 3591. 4877. 7319.
85 2434 5016 8377.

**MAXIMUM BRIGHTNESSES NOT MEASURED* *
R Y 3 R R I T I T I I I,
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .16 .50 .30 .10 .00
RCR

0 .76 .76 .76 .76 .74 .74 .74 .74 .70 .70 .70 .66 .66 .66 .62 .62 .62 .60
1 .69 .65 .62 .59 .66 .63 .60 .58 .60 .57 .55 .56 .54 .52 .53 .51 .50 .48
2 .62 .56 .52 .48 .60 .55 .50 .47 .52 .48 .45 .49 .46 .43 .46 .44 .41 .40
3 .57 .50 .44 .40 .55 .48 .43 .39 .46 .41 .38 .43 .39 .36 .41 .38 .35 .33
4 .52 .44 .38 .33 .50 .43 .37 .33 .40 .36 .32 .38 .34 .31 .36 .33 .30 .28
5 -47 .39 .32 .28 .45 .38 .32 .28 .36 .31 .27 .34 .29 .26 .32 .28 .25 .24
6 -43 .34 .28 .24 .42 .33 .28 .24 .32 .27 .23 .30 .26 .23 .29 .25 .22 .20
7 .40 .31 .25 .21 .38 .30 .24 .20 .28 .24 .20 .27 .23 .19 .26 .22 .19 .18
8 .37 .27 .22 .18 .35 .27 .21 .18 .26 .21 .17 .24 .20 .17 .23 .19 .16 .15
9 -34 .25 .19 .15 .32 .24 .19 .15 .23 .18 .i5 .22 .17 .14 .21 .17 .14 .13
10 .31 .22 .17 .13 .30 .22 .17 .13 .21 .ié .13 .20 .16 .13 .19 .15 .12 .11

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES



