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BALLABS CERTIFIED TEST REPORT NO.: 14550.0 DATE 04/14/09
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2/54W TS5HO C LAMP 52x7x6"SUSPENDED ENCLOSED LUMINAIRE
WHITE REFLECTOR w/CLEAR ACRYLIC DROP LENS
UNIVERSAL BALLAST #B254PUNV-D WATTS=102 REFL=88%
CATALOG NBR: CT2-2X54TSHO-LIRA

FIELD PERFORMANCE.
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LAMP TYPE : FP54T5HO/835/C RATED LUMENS  4900. NBR. LAMPS:- 2 E&
CANDLEPOWER DISTRIBUTION »

VERT HORIZONTAL ANGLE ZONAL 180 4, E:
ANG © 22.5 45 67.5 90 LUMENS ... . 8y 2
0 1690. 1690. 1690. 1690. 1690. LT e, 5>

5 1666. 1650. 1738. 1771. 1777. 165.1 . - . [ O oo e
10 1645. 1726. 1784. 1819. 1824. O =4
15 1604. 1720. 1776. 1774. 1783.  493.5 @ & T oo o LB
20 1557. 1709. 1742. 1756. 1772. S
25 1471. 1630. 1645. 1744. 1781.  768.9 “ 2
30 1387. 1537. 1629. 1750. 1790. U
35 1235. 1380. 1531. 1673. 1719.  951.9 .

40 1157. 1299. 1524. 1691. 1723.
45 1047. 1228. 1509. 1639. 1664. 1109.7
50 872. 1092. 1349. 14%92. 1560.

55 734. 979. 1234. 1451. 1517. 1074.2
60 585. 850. 1133. 1337. 1405.
65 456. 748. 1089. 1254. 1272. 981.4
70 320. 638. 946. 1110. 1195.
75 198. 529. 785. 1036. 1098. 792.9
80 108. 354. 696. 857. 905.
85 61. 301. 496. 619. 668. 485.7
90 36. 167. 301. 398. 435.
95 7. 56. 159. 255. 291. 168.8
100 0. 36. 59. 113. 142.
105 0. 27. 46. 62. 66. 44 .4
110 0. 19. 36. 46. 52.
115 0. 21. 29. 42. 46. 28.5
120 0. 16. 24, 37. 39.
125 0. 16. 24. 31. 33. 15.6
130 0. 0. 29. 29, 31.
135 0. 0. 28. 29. 29. 13.8
140 0. 0. 23. 0. 33.
145 0. 0. 0. 0. 31. 2.4
150 0. 0. 0. 0. 27.
155 0. 0. 0. 0. 0. .0
160 0. 0. 0. 0. 0.
165 0. 0. 0. 0. 0. 0
170 0. 0. 0. 0. 0.
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0.
LUMEN SUMMARY
ZONE LUMENS $LAMP $FIXT ZONE LUMENS %¥LAMP SFIXT
0- 30 1428. 14.6 20.1 90-120 242. 2.5 3.4
0- 40 2379. 24 .3 33.5 90-130 261. 2.7 3.7
0- 60 4563. 46.6 64.3 90-150 278. 2.8 3.9
0- 90 6823. 69.6 96.1 90-180 278. 2.8 3.9
TOTAL LUMINAIRE = 0-180 7101. 72.5 100.0

IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.4 CROSS= 1.6



BALLABS CERTIFIED TEST REPORT NO.: 14550.0 DATE 04/14/09
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2/54W TS5HO C LAMP 52x7x6"SUSPENDED ENCLOSED LUMINAIRE
WHITE REFLECTOR w/CLEAR ACRYLIC DROP LENS
UNIVERSAL BALLAST #B254PUNV-D WATTS=102 REFL=88%
CATALOG NBR: CT2-2X54T5HO-LIRA
LAMP TYPE : FP54T5HO/835/C RATED LUMENS 4900. NBR. LAMPS:- 2
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 S0
ANGLE
45 7479. 6853. 7557.
55 6464 . 5977. 7348,
65 5450. 5840. 6822.
75 3864. 4882. 6829.
85 3535. 3808 5129.

**MAXTMUM BRIGHTNESSES NOT MEASURED* *
R R R R R R R R R R R R R R R R g R R R R R R R ]
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 .86 .86 .86 .86 .83 .83 .83 .83 .79 .79 .79 .75 .75 .75 .71 .71 .71 .70
1 .77 .73 .69 .66 .74 .71 .67 .64 .67 .64 .62 .64 .61 .59 .61 .59 .57 .55
2 .69 .62 .57 .52 .67 .61 .55 .51 .58 .53 .49 .55 .51 .48 .52 .49 .46 .45
3 .63 .54 .48 .43 .61 .53 .47 .42 .50 .45 .41 .48 .44 .40 .46 .42 .39 .37
4 .57 .48 .41 .36 .55 .47 .40 .35 .44 .39 .34 .42 .38 .34 .40 .36 .33 .31
5 .52 .42 .35 .30 .50 .41 .34 .29 .39 .33 .29 .37 .32 .28 .35 .31 .28 .26
6 .47 .37 .30 .25 .46 .36 .30 .25 .35 .29 .25 .33 .28 .24 .32 .27 .24 .22
7 .44 .33 .26 .22 .42 .32 .26 .22 .31 .25 .21 .30 .25 .21 .28 .24 .20 .19
8 .40 .30 .23 .19 .39 .29 .23 .19 .28 .22 .18 .27 .22 .18 .26 .21 .18 .16
9 .37 .27 .20 .16 .36 .26 .20 .16 .25 .19 .16 .24 .19 .15 .23 .18 .15 .14
10 .34 .24 .18 .14 .33 .24 .18 .14 .23 .17 .14 .22 .17 .13 .21 .16 .13 .12

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES




