1618 HEADLAND DR.

FENTON, MO 63026 A
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BALLABS CERTIFIED TEST REPORT NO.: 16274 .0 DATE 07/05/11
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2/54W TS5HO LAMP 51.5x6x3.S"ENCLOSED/GASKETED LUMINAIRE

WIDE DIST MIRO4 REFLECTOR W/FROSTED LIRA ACRYLIC DROP LENS
ADVANCE BALALST #ICN-2S54-90C WATTS=99.2
CATALOG NBR: CT2-HV5-2LS54W-FROST-LIRA-RF-W

FIELD PERFORMANCE.
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LAMP TYPE : FP54TS5HO/835 RATED LUMENS 5000. NBR. LAMPS:- 2 f

Lo}

CANDLEPOWER DISTRIBUTION &

VERT HORIZONTAL ANGLE ZONAL 188 4 .

ANG O 22.5 45 67.5 90 LUMENS : . . @y z

0 1398. 1398. 1398. 1398. 1398. LT e, o

5 1408. 1406. 1409. 1414. 1414. 134.6 o S 52

10 1381. 1386. 1403. 1424. 1433. %, o

15 1343. 1358. 1401. 1439. 1456. 396.7 &

20 1289. 1316. 1388. 1449. 1486. % o8

25 1229. 1271. 1374. 1471. 1519. 635.3 10 s 2o
30 1118. 1179. 1323. 1483. 1556. R A -
35 1044. 1123. 1324. 1549. 1648. 839.0 .S T T

40 918. 1024. 1301. 1598. 1716.

45 759. 889. 1241. 1593. 1726. 961.4

50 684. 848. 1279. 1686. 1833,

55 568. 759. 1263. 1703. 1851. 1106.8

60 453. 664. 1191. 1608. 1743.

65 356. 593. 1139. 1539. 1666. 1062.6

70 264. 518. 1023. 1361. 1468.

75 184. 433. 853. 1118. 1206. 819.6

80 109. 338. 674. 886. 964.

85 59. 254. 516. 684. 751. 507.1

90 38. 186. 381. 506. 556.

95 8. 128. 291. 384. 408. 275.8
100 11. 88. 211. 274. 289. s
105 11. 59, 159. 206. 218. 142 .4
110 11. 39. 118. 159. 169.

115 9. 24. 88. 124. 136. 76.6
120 6. 18. 66. 101. 111.
125 9. 13. 51. 81. 91. 43.7
130 9. 11. 39. 61. 74 .
135 8. 9. 29. 46. 53. 22.2
140 9. 9. 26. 43. 48.
145 8. 8. 19. 34. 39. 13.3
150 8. 8. 16. 26. 29.
155 8. 8. 16. 19. 21. 6.7
160 8. 8. 15. 18. 18.
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0.
175 0. 0. 0. 0. 0. .0
180 0. 0. 0 0. 0

LUMEN SUMMARY

ZONE LUMENS %LAMP $FIXT ZONE LUMENS - %LAMP ¥FIXT
0- 30 1167. 11.7 16.6 90-120 495. 4.9 7.0
0- 40 2006. 20.1 28.5 90-130 538. 5.4 7.6
0- 60 4074 . 40.7 57.8 90-150 574. 5.7 8.1
0~ 90 6463. 64.6 91.8 90-180 581. 5.8 8.2

TOTAL LUMINAIRE = 0-180 7043. 70.4 100.0

IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.5 CROSS= 1.8



BALLABS CERTIFIED TEST REPORT NO.: 16274.0 DATE 07/05/11

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 2/54W T5HO LAMP 51.5x6x3.5"ENCLOSED/GASKETED LUMINAIRE
WIDE DIST MIRO4 REFLECTOR w/FROSTED LIRA ACRYLIC DROP LENS
ADVANCE BALALST #ICN-2S854-90C WATTS=99.2

CATALOG NBR: CT2-HV5-2LS54W-FROST-LIRA-RF-W

LAMP TYPE : FP54TS5HO/835 RATED LUMENS 5000. NBR. LAMPS:- 2
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 : 45 90
ANGLE
45 5395. 5572. 7749.
55 4978. 6038. 8849.
65 4234, 6018. 8803.
75 3573. '5214. 7372.
85 3403 3881. 5649.

**MAXTIMUM BRIGHTNESSES NOT MEASURED* *
Akkhkkkkkkkhkhhkhkkk kA Ik dhhhhhkkhkhkhkhkkkhkkhkkkh kA hkhkkhkkkkhhkkhkk k%
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .20 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 .82 .82 .82 .82 .80 .80 .80 .80 .75 .75 .75 .71 .71 .71 .67 .67 .67 .65
1 .74 .69 .66 .62 .71 .67 .64 .61 .63 .60 .58 .59 .57 .55 .56 .54 .52 .50
2 .66 .59 .53 .49 .63 .57 .52 .48 .54 .49 .46 .50 .47 .44 .47 .44 .42 .40
3 .60 .51 .45 .40 .57 .50 .44 .35 .47 .42 .37 .44 .40 .36 .41 .38 .35 .33
4 .54 .45 .38 .33 .52 .43 .37 .32 .41 .35 .31 .38 .34 .30 .36 .32 .29 .27
5 .49 .39 .32 .27 .47 .38 .31 .26 .35 .30 .25 .33 .28 .25 »;31 .27 .24 .22
6 .45 .34 .28 .23 .43 .33 .27 .22 .31 .26 .22 .30 .25 .21 .28 .24 .20 .19
7 .41 .31 .24 .1% .39 .30 .23 .19 .28 .22 .18 .27 .22 .18 .25 .21 .17 .16
8 .38 .27 .21 .16 .36 .27 .20 .16 .25 .20 .l .24 .19 .15 .22 .18 .15 .13
9 .35 .24 .18 .14 .33 .24 .18 .14 .22 .17 .13 .21 .l .13 .20 .16 .13 .11
10 .32 .22 .16 .12 .31 .22 .l .12 .20 .15 .12 .19 .15 .11 .i8 .14 .11 .10

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES



