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The results contained in this report pertain only to the tested sample.

This report shall not be reproduced, except in full, without written approval of Underwriters Laboratories.

This report must not be used by the client to claim product certification, approval, or endorsement by 

NVLAP, NIST, or any agency of the Federal Government.
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Test Temperature:

69.03

Power Factor:

120.0

0.5767

Ballast/Driver: One Philips Xitanium XI075C200V054BPT1

Luminous Length:

Luminaire Description: White plastic housing, frosted lens enclosure
Lamp: 176 white LEDs
Mounting: Pendent
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Laboratory results may not be representative of field performance

Ballast factors have not been applied

 Maximum Candela: 1521 Candela  

7339 Lumens

 Luminaire Efficacy: 106.3 lm/w 

Luminous Height:

 Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Luminous Width:

Frequency:

5.41

Electrical DataSummary of Results

Voltage:

25.0

60

0.998

Current THD:

Power:

Current:



Lumens

Candela

0.0%500.7 6.8% 30.3115-120

290.0

30-35
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50-55
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1.0

0.0%

0.0%

0.0%

0.0%

0.0%

0.4%
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1.3%

155-160
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2.1%

3.0%

3.8% 0.9

0.7

0.6

0.4

0.3

0.1

170-175

165-170

160-165

413.5

446.9

125-1306.4%65-70 472.6

0.0%

0.0%

145-1504.7%

4.0%

3.1%

2.3%

1.4%

70-75

75-80

80-85

0.1%

0.0%

329.4

0.0%

15211.27

Total Lumen Output:Spacing Criteria

0-5 491.2 6.7% 0.2%

ZoneZone % of Luminaire

14.5120-12560-6533.4

1.27

Distribution Test Conditions

Temperature Voltage Current Power Power Factor

69.03 W

Distribution - Goniophotometer

Frequency Current THD

0.5767 A 0.99825.0 °C 120.0 VAC 60 Hz 5.41 %

7339

Summary of Results

0-180:

90-270: Maximum Candela:

lm/w106.3

135-14015-20

10-15
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Luminaire Efficacy:

4.5%85-90346.0

395.4

436.5

467.4

488.7

500.0

216.7

151.6

96.8

56.2

25-30

5.9%

5.4% 277.5

6.7%

6.8%

6.4%

130-135

5.1%374.4

Zonal Lumen Summary

Zone

Polar Plot

Lumens % of Luminaire Lumens % of LuminaireLumens

229.3

165.5 6.1%

5.6%

2.2

1.4

6.299.95-10

1.2

0.5%

0-60

0-90

1996

3953

27.2%

53.9%

0-40

90-180

6481

859

88.3%

11.7%

Zone Lumens % of Luminaire

20-25 140-145

0 Deg. Plane 90 Deg. Plane 180 Deg. Plane 270 Deg. Plane 
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0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5

0 1395 1395 1395 1395 1395 1395 1395 1395 1395 1395 1395 1395 1395 1395 1395 1395

5 1420 1400 1388 1390 1391 1390 1388 1400 1420 1400 1388 1390 1391 1390 1388 1400

10 1400 1386 1389 1404 1410 1404 1389 1386 1400 1386 1389 1404 1410 1404 1389 1386

15 1368 1364 1388 1422 1436 1422 1388 1364 1368 1364 1388 1422 1436 1422 1388 1364

20 1324 1332 1384 1442 1464 1442 1384 1332 1324 1332 1384 1442 1464 1442 1384 1332

25 1266 1292 1376 1459 1491 1459 1376 1292 1266 1292 1376 1459 1491 1459 1376 1292

30 1197 1242 1361 1471 1511 1471 1361 1242 1197 1242 1361 1471 1511 1471 1361 1242

35 1116 1181 1337 1473 1521 1473 1337 1181 1116 1181 1337 1473 1521 1473 1337 1181

40 1026 1112 1303 1462 1516 1462 1303 1112 1026 1112 1303 1462 1516 1462 1303 1112

45 927 1033 1257 1440 1507 1440 1257 1033 927 1033 1257 1440 1507 1440 1257 1033

50 823 946 1199 1419 1498 1419 1199 946 823 946 1199 1419 1498 1419 1199 946

55 713 853 1135 1389 1477 1389 1135 853 713 853 1135 1389 1477 1389 1135 853

60 600 749 1071 1349 1445 1349 1071 749 600 749 1071 1349 1445 1349 1071 749

65 486 643 998 1301 1407 1301 998 643 486 643 998 1301 1407 1301 998 643

70 374 541 923 1248 1361 1248 923 541 374 541 923 1248 1361 1248 923 541

75 264 446 844 1184 1303 1184 844 446 264 446 844 1184 1303 1184 844 446

80 159 358 763 1108 1231 1108 763 358 159 358 763 1108 1231 1108 763 358

85 72 279 677 1020 1144 1020 677 279 72 279 677 1020 1144 1020 677 279

90 27 206 579 908 1030 908 579 206 27 206 579 908 1030 908 579 206

95 24 134 466 769 882 769 466 134 24 134 466 769 882 769 466 134

100 22 76 336 591 692 591 336 76 22 76 336 591 692 591 336 76

105 19 35 217 414 490 414 217 35 19 35 217 414 490 414 217 35

110 16 13 126 265 320 265 126 13 16 13 126 265 320 265 126 13

115 13 10 63 155 194 155 63 10 13 10 63 155 194 155 63 10

120 10 8 26 84 109 84 26 8 10 8 26 84 109 84 26 8

125 8 7 5 39 56 39 5 7 8 7 5 39 56 39 5 7

130 7 6 4 11 21 11 4 6 7 6 4 11 21 11 4 6

135 6 5 4 3 2 3 4 5 6 5 4 3 2 3 4 5

140 5 5 4 3 2 3 4 5 5 5 4 3 2 3 4 5

145 5 5 4 3 2 3 4 5 5 5 4 3 2 3 4 5

150 5 5 4 3 2 3 4 5 5 5 4 3 2 3 4 5

155 5 5 4 2 2 2 4 5 5 5 4 2 2 2 4 5

160 5 5 4 2 2 2 4 5 5 5 4 2 2 2 4 5

165 5 5 4 3 2 3 4 5 5 5 4 3 2 3 4 5

170 5 5 4 2 2 2 4 5 5 5 4 2 2 2 4 5

175 5 5 4 3 2 3 4 5 5 5 4 3 2 3 4 5

180 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4

Candela Tabulation

Horizontal Angle (Degrees)

85

55

9833

8840

45

V
e

rt
ic

a
l 
A

n
g

le
 (

D
e

g
re

e
s
)

Test Number 1216843 - Page 4 of 5

Average Luminance (cd/m
2
)
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8533 8533 8533 8533 8234 8234 8234 8234 7678 7678 7678 7168 7168 7168 6701 6701 6701 6481

7468 6987 6555 6167 7164 6729 6338 5983 6247 5926 5632 5804 5544 5303 5396 5188 4994 4763

6666 5915 5293 4770 6375 5695 5127 4644 5283 4810 4401 4902 4512 4169 4550 4232 3947 3721

6005 5093 4388 3825 5733 4906 4256 3733 4553 4004 3553 4226 3766 3380 3923 3540 3212 2995

5452 4449 3715 3154 5203 4289 3609 3083 3986 3405 2944 3705 3210 2809 3444 3025 2678 2473

4984 3933 3198 2656 4756 3795 3112 2600 3535 2943 2490 3292 2783 2382 3066 2629 2277 2083

4580 3510 2792 2277 4374 3392 2720 2231 3166 2579 2141 2956 2444 2053 2759 2314 1967 1785

4231 3160 2466 1979 4044 3057 2405 1942 2861 2286 1867 2677 2171 1793 2505 2060 1721 1550

3926 2866 2199 1741 3757 2776 2147 1709 2605 2045 1646 2443 1947 1584 2292 1852 1522 1362

3659 2617 1978 1547 3505 2538 1933 1520 2387 1845 1466 2244 1760 1413 2110 1678 1360 1210

3423 2403 1793 1387 3283 2333 1754 1364 2200 1677 1317 2074 1603 1271 1954 1531 1226 1084

6

7

8

9

10

Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

Ceiling Cavity 

Reflectance
80

** Values are expressed as Lumens delivered to the task surface **

50 30 10 30 0

70

4

5

50 30 10 50
Wall 

Reflectance
70

Room Cavity 

Ratio (RCR)

0

1

2

3

70

50 30 10 0

50 30 10 10 50 30 10

9.69 17.5

Cone of Light Tabulation

10.0 14.0 14.6
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16.0 5.45 23.3

Cone of Light Plot

14.0 7.12 20.4

Footcandles 

at Nadir

Diameter 

(Feet)

4.00 87.2 5.82

6.00 38.8 8.73

8.00 21.8 11.6

Mounting 

Height 

12.0


