1618 HEADLAND DR.
FENTON, MO 63026

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 4- (44LED) 22"BOARDS 4 'ENCLOSED/GASKETED LUMINAIRE
FLAT WHITE REFLECTOR w/DIRA FROST ACRYLIC RIBBED DROP LENS
ADVANCE LED DRIVER #XI075C200V054XPT1 26.75K RESISTOR

CATALOG NBR: CT2-LED-SMM-2L4-DIRA-CC-FORTIMO-H-830-U
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BALLABS CERTIFIED TEST REPORT NO.: 18081.0 DATE 04/29/1

LAMP TYPE : FORTIMO 95290008807 RATED LUMENS NA. NBR. LAMPS:-
CANDLEPOWER DISTRIBUTION 180 4y,
VERT HORIZONTAL ANGLE ZONAL ... . @y
ANG 0 22.5 45 67.5 90 LUMENS :@ = ' "7 e,
0 2502. 2502. 2502. 2502. 2502. : S
5 24%95. 2495. 2504. 2509. 2512. 238.9
10 2451. 2459. 2478. 2489. 2492.
15 2333, 2351. 2376. 2387. 2391. 671.5
20 2313. 2343. 2371. 2371. 2370.
25 2090. 2123. 2147. 2162. 2176. 991.0

30 18959. 1995. 2027. 2076. 2104.
35 1815. 1859. 1%20. 2005%. 2051. 1212.4
40 1628. 1680. 1781. 1878. 1893.
45 1482. 1550. 1684. 1729. 1720. 1270.7
50 1245. 1331. 1437. 1450. 1455.
55 1025. 1124. 11%8. 1239. 1267. 1055.6

60 809. 900. 975. 1072. 1119.
65 631. 7009. 835. 984. 1042. 835.0
70 456. 531. 700. 852. 898.
75 295. 379. 546. 664. 697. 551.3
80 175. 273. 425. 527. 555.
85 81. 184. 321. 416. 440. 322.0
90 33. 114. 225. 302. 317.
95 12. 84. 196. 265. 281. 188.5
100 0. 55. 154. 216. 232.
105 0. 35. 121. 175. 192. 113.1
110 0. 18. 89. 142. 158.
115 0. 0. 62. 109. 124. 57.9
120 0. 0. 41. 81. 96.
125 0. 0. 26. 58. 71. 26.9
130 0. 0. 18. 42. 52.
135 0. 0. 17. 23. 30. 10.6
140 0. 0. 0. 0. 0.
145 0. 0. 0. 0. 0. .0
150 0. 0. 0. 0. 0.
155 0. 0. 0. 0. 0. 0
160 0. 0. 0. 0. 0.
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0.
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0.
LUMEN SUMMARY
ZONE LUMENS SLAMP SFIXT ZONE LUMENS $LAMP
0- 30 1901. NA. 25.2 80-120 359. NA.
0- 40 3114. NAa. 41.3 S0-130 386. NA.
0- 60 5440. NA. 72.1 S0-150 397. NA.
0- 90 7148. NA. 94.7 90-180 397. NA.
TOTAL LUMINAIRE = 0-180 7545. NA.
IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.2 CROSS= 1.3
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BALLABS CERTIFIED TEST REPORT NO.: 18081.0 DATE 04/29/14
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 4- (44LED) 22"BOARDS 4'ENCLOSED/GASKETED LUMINAIRE
FLAT WHITE REFLECTOR w/DIRA FROST ACRYLIC RIBBED DROP LENS
ADVANCE LED DRIVER #XI075C200V054XPT1 26.75K RESISTOR
CATALOG NBR: CT2-LED-SMM-2L4-DIRA-CC-FORTIMO-H-830-U
LAMP TYPE : FORTIMO 9290008807 RATED LUMENS NA. NBR. LAMPS:- 1
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 9722. 8207. 8382.
55 8291. 6484. 6858.
65 6933. 5259. 6569.
75 5295. 4271. 5449.
85 4293. 3443. 4727.

**MAXIMUM BRIGHTNESSES NOT MEASURED* *
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ELECTRICAL CHARACTERISTICS 120.0V .6227A 74.340W
LUMINOUS EFFICACY (LUMENS / WATTS) = 101.3

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-75-08
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