1618 HEADLAND DR.
B A FENTON, MO 63026 (/)
UILDING RGCOUSTIES & I.IEH"NE I.ABIIHMUHI[S, INC. pxptoios e A );

BALLABS CERTIFIED TEST REPORT NO.: 18085.0 DATE 04/29/1

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC -~ FENTON, MO

DESCRIPTION: 4- (32LED) 22"BOARDS 4'ENCLOSED/GASKETED LUMINAIRE
WHITE REFLECTOR w/DIRA FROSTED ACRYLIC RIBBED DROP LENS
2 OSRAM OT50W/CS1400C/UNV/SC/L @ 1400mA

CATALOG NBR: CT2-LED-SMM-2L4-DIRA-CC-UPDATE-H-840-U
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30 1733. 1760. 1791. 1832. 1857.
35 15%93. 1627. 1681. 1758. 1795. 1061.7
40 1407. 1445. 1538. 1620. 1637.
45 1314. 1370. 1487. 1528. 1528. 1124.1
50 1114. 1185. 1282. 1297. 1299.

LE IS REPRESENTATIVE. OTHER FACTORS AFFECT FIELD PERFORMANCE.

LAMP TYPE : LCC-22x32 RATED LUMENS NA. NBR. LAMPS:- 1
CANDLEPOWER DISTRIBUTION 188 4y,
VERT HORIZONTAL ANGLE ZONAL :. ... . &g
ANG © 22.5 45 67.5 90 LUMENS @ | [ ol e,
0 2243. 2243. 2243. 2243. 2243. S R
5 2242. 2244. 2248. 2252. 2253. 214.6 ... 0 0 S 0w 5
10 2194. 2201. 2212. 2218. 2219. R N "
15 2099. 2110. 2127. 2136. 2142. 601.9 : @ @ [ S v o o =
20 2062. 2081. 2106. 2107. 2110. L 5
25 1889. 1910. 1933. 1949. 1963. 893.1 [ I T o B

SAMP

55  915. 999. 1066. 1105. 1126. 940.0 !

60  719. 799. 868. 955. 995. g —
65 564. 634. 745. 876. 931. 744.9 = SO0 I
70  403. 470. 621. 758. 800. o ool
75  264. 335. 487. 595, 623. 492.3 U

80  152. 240. 380. 471. 495. »

85 70. 166. 290. 375. 397. 290.2 i

90 27. 99. 202. 270. 287. s |
95 10. 74 . 177. 239. 253. 169.3 . o
100 0. 48. 137. 194 . 209. .
105 0. 30. 107. 156. 171. 100.1 S
110 0. 16. 79. 127. 141. s
115 0. 0. 53. 93. 110. 49.9 :
120 0. 0. 37. 74 . 86. : &
125 0. 0. 21. 50. 63. 22.9 . S ,
130 0. 0. 0. 34. 45, : LR S
135 0. 0. 0. 24. 29. 7.4 | o ?W\NN/
140 0. 0. 0. 0. 15. : ‘ - %
145 0. 0. 0. 0. 0. 0o, ° @&Q

150 0. 0. 0. 0. 0. 2

155 0. 0. 0. 0. 0. .0 ®
160 0. 0. 0. 0. 0. [RUEQ%? lj>
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0.

175 0. 0. 0. 0. 0. .0

180 0. 0. 0. 0. 0. NVLAP LAB CODE 200921-0

LUMEN SUMMARY

ZONE LUMENS  %LAMP  S$FIXT ZONE LUMENS  %LAMP  $FIXT

0- 30 1710. NA. 25.5 90-120 319. NA. 4.8

0- 40 2771. NA. 41.3 90-130 342. NA. 5.1

0- 60 4835. NA. 72.0 90-150 350. NA. 5.2

0- 90 6363 . NA. 94.8 90-180 350. NA. 5.2

TOTAL LUMINAIRE = 0-180 6712. NA. 100.0
IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.2 CROSS= 1.2
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BALLABS CERTIFIED TEST REPORT NO.: 18085.0 DATE 04/29/14
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 4- (32LED) 22"BOARDS 4 'ENCLOSED/GASKETED LUMINAIRE

WHITE REFLECTOR w/DIRA FROSTED ACRYLIC RIBBED DROP LENS

2 OSRAM OT50W/CS1400C/UNV/SC/L @ 1400mA
CATALOG NBR: CT2-LED-SMM-2L4-DIRA-CC-UPDATE-H-840-U
LAMP TYPE : LCC-22x32 RATED LUMENS NA. NBR. LAMPS:- 1

Khhhhhhhhdhdhhhdhhdhddhhhkhhhhhhhdhhdhhhhddhdhhhhhhhhdh b A Ak Ak AR AR Ak hhddkdd gk %k

LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 8623. 7247 . 7448.
55 7402. 5771. 6095.
65 6191. 4697. 5865.
75 4729. 3813. 4871.
85 3707. 3118. 4266.

**MAXIMUM BRIGHTNESSES NOT MEASURED**

R R R R g I I TN,
ELECTRICAL CHARACTERISTICS 120.0V .6580A 78.683W
LUMINOUS EFFICACY (LUMENS / WATTS) = 85.3

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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