1618 HEADLAND DR.
FENTON, MO 63026 ﬂ
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BALLABS CERTIFIED TEST REPORT NO.: 18086.0 DATE 04/29/1 23
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO 20
DESCRIPTION: 4-(32LED) 22"BOARDS 4'ENCLOSED/GASKETED LUMINAIRE g5
WHITE REFLECTOR w/LIRA FROSTED ACRYLIC DROP LENS -
2 OSRAM OT50W/CS1400C/UNV/SD/L @ 1400mA =
CATALOG NBR: CT2-LED-SMM-2L4-LIRA-CC-UPDATE-H-840-U £
LAMP TYPE : LCC-22x32 RATED LUMENS NA. NBR. LAMPS:- 1 [E
CANDLEPOWER DISTRIBUTION 188 g, o
VERT HORIZONTAL ANGLE ZONAL : . . o9, e”
ANG 0 22.5 45 67.5 90 LUMENS @ | 'l e, 3
0 2398. 2398. 2398. 2398. 2398, S 2
5 2394. 2394. 2395. 2391. 2388. 228.4 : . : & i 7 Ju % w5
10 2353. 2353. 2340. 2331. 2328, I, Fa
15 2248. 2242. 2224. 2213. 2211. 631.3 o0 A e B
20 2250. 2231. 2206. 2199. 2199. T IE  RFPE S C
25 2056. 2031. 2013. 2014. 2014. 936.5 il T g
30 1924. 1890. 1884. 1894. 1899. PR .
35 1792. 1752. 1765. 1797. 1815. 1117.9 ., e 2
40 1615. 1573. 1614. 1682. 1710. ST 75
45 1487. 1448. 1536. 1635. 1661. 1198.9 e
50 1259. 1238. 1373. 1468. 1489. BRI
| 55 1038. 1045. 1220. 1310. 1327. 1067.0 BUREEER
60 814. 853. 1040. 1113. 1129. e -
65  635. 711. 900. 959. 963. 836.1 el
70  448.  550. 713. 738.  730. SRR ol
75  289.  396. 511. 515. 510.  481.8 e "
80 173. 279. 364. 361.  354. AR
85 88. 190.  250. 246. 242. 232.2 USRI,
90 44 119. 165.  165.  162. e el
95 10. 87. 137. 144.  141. 121.1 RETRTT
100 0. 62. 111.  121.  122. R
105 0. 49. 91. 104. 107. 78.5 o
110 0. 36. 75. 88. 91. L ©
115 0. 29. 58. 73. 77. 49.1 T
120 0. 22. 49. 63. 68. .«
125 0. 0. 40. 53. 57. 27.4 R
130 0. 0. 36. 48. 51. IR A S
135 0. 0. 33. 40. 44 . 18.5 PN
140 0. 0. 29. 36. 36. L - ot
145 0. 0. 27. 34. 34. 12.3 ., ® PO
150 0. 0. 0. 29. 29. ?
155 0. 0. 0. 27. 26. 4.6 ®
160 0. 0. 0. 0. 0. [RUEng [i>
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0.
1;3 8 8 8 8 ) 8 ) -0 NVLAP LAB CODE 200921-0
LUMEN SUMMARY
ZONE LUMENS $LAMP SFIXT ZONE LUMENS %LAMP SFIXT
0- 30 1796.  NA. 25.5 90-120 249. NA. 3.5
0- 40 2914.  NA. 41.4 90-130 276. NA. 3.9
0- 60 5180.  NA. 73.6 90-150 307. NA. 4.4
0- 90 6730.  NA. 95.6 90-180 311. NA. 4.4
TOTAL LUMINAIRE = 0-180 7042.  NA. 100.0
IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.2 CROSS= 1.2
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BALLABS CERTIFIED TEST REPORT NO.: 18086.0 DATE 04/29/14
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 4- (32LED) 22"BOARDS 4'ENCLOSED/GASKETED LUMINAIRE

WHITE REFLECTOR w/LIRA FROSTED ACRYLIC DROP LENS

2 OSRAM OT50W/CS1400C/UNV/SD/L @ 1400mA
CATALOG NBR: CT2-LED-SMM-2L4-LIRA-CC-UPDATE-H-840-U
LAMP TYPE : LCC-22x32 RATED LUMENS NA. NBR. LAMPS:- 1

B R R R R R R R R R A XX E X R R E R TR YRR EE SRR R LR R SRR R R

LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 9758. 6550. 7083.
55 8400. 5578. 6067.
65 6968. 4586. 4907.
75 5185. 3042, 3036.
85 4675. 1861. 1804.

**MAXIMUM BRIGHTNESSES NOT MEASURED* *

R X R EEEE LT XX EEEEEEEE LR LR EEEEEEREEEE RS EEEEEEEEEXEREESXELE R SRR E S SRR R RS
ELECTRICAL CHARACTERISTICS 120.0V .6568A 78.555W
LUMINOUS EFFICACY (LUMENS / WATTS) = 89.6

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08

+ A
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