1618 HEADLAND DR. A
FENTON, MO 63026 /A\
Bunome Acoustics ¢ Licwmne Lagonnronies, e, (it aD)

BALLABS CERTIFIED TEST REPORT NO.: 18122.0 DATE 05/05/1
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 4- (56LED) 22"BOARDS 4'ENCLOSED/GASKETED LUMINAIRE
FLAT WHITE REFLECTOR w/DIRA FROST ACRYLIC RIBBED DROP LENS
2 UNIVERSAL EVERLINE LED DRIVER $#D15CCS55UNVT-C
CATALOG NBR: CT2-LED-SMN-2L4-DIRA-CC-UNVLT-H-830-U

TESTED
FIELD PERFORMANCE.

THAT THE

-
Wy

30 1809. 1749. 1767. 1803. 1824.
35 1683. 1648. 1695. 1752. 1768. 1071.3

LAMP TYPE : M10CC830D56N2S RATED LUMENS NA. NBR. LAMPS:- 1 [8
CANDLEPOWER DISTRIBUTION 180 g, g

VERT HORIZONTAL ANGLE . ZONAL : . . a9, oF
ANG O 22.5 45 67.5 90 LUMENS @ | 7l e, £e
0 2319. 2319. 2319. 2319. 2319. S 35

5 2327. 2316. 2298. 2285. 2281. 219.6 . < S0 S %, 2
10 2277. 2249. 2208. 2192. 2186. R -
15 2191. 2149. 2113. 2100. 2098. 602.8 > B
20 2136. 2070. 2042. 2042. 2041. S 5%
25 1947. 1882. 1877. 1884. 1895. 875.3 v oo ol R

40 1492. 1486. 1560. 1590. 1580.
45 1343. 1369. 1435. 1429. 1425. 1087.8
50 1125. 1178. 1204. 1211. 1228.

55 921. 992. 1006. 1058. 1086. 910.4 R SR
60  724. 794 . 837. 929. 963. e e
65  565. 626. 723 . g46.  890. 725.2 I i
70  411. 471. 606.  748.  797. I I
75  268. 336. 478. 604 . 643.  495.5 I v
80  160. 242. 384.  491.  519. O
85 75. 168. 300. 390.  409. 300.1 T
90 34. 104. 213. 281.  293. el e
95 0. 69. 175. 235, 248. 164.5 T T
100 0. 47. 138. 187. 202. R
105 0. 30. 106. 152. 163. 97.8 T
110 0. 16. 77. 124.  136. w0 ©
115 0. 0. 51. 93. 106. 48.8 Y
120 0. 0. 34. 71. 85. S
125 0. 0. 0. 48. 61. 17.7 :
130 0. 0. 0. 33. 44.
135 0. 0. 0. 0. 28. 2.7 ;
140 0. 0. 0. 0. 0.
145 0. 0. 0. 0. 0. .0 \
150 0. 0. 0. 0. 0.
155 0. 0. 0. 0. 0. .0 ®
160 0. 0. 0. 0. 0. {L
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0.
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0. NVLAP LAB CODE 200921-0
LUMEN SUMMARY

ZONE LUMENS $LAMP SFIXT ZONE LUMENS $LAMP SFIXT

0- 30 1698.  NA. 25.6 90-120 311. NA. 4.7

0- 40 2769.  NA. 41.8 90-130 329. NA. 5.0

0- 60 4767. NA. 72.0 90-150 331. NA. 5.0

0- 90 6288.  NA. 95.0 90-180 331. NA. 5.0

TOTAL LUMINAIRE = 0-180 6619.  NA. 100.0
IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.1  CROSS= 1.2
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BALLABS CERTIFIED TEST REPORT NO.: 18122.0 DATE 05/05/14
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 4- (56LED) 22"BOARDS 4 'ENCLOSED/GASKETED LUMINAIRE
FLAT WHITE REFLECTOR w/DIRA FROST ACRYLIC RIBBED DROP LENS
2 UNIVERSAL EVERLINE LED DRIVER #D15CC55UNVT-C
CATALOG NBR: CT2-LED-SMN-2L4-DIRA-CC-UNVLT-H-830-U
LAMP TYPE : M10CC830D56N2S RATED LUMENS NA. NBR. LAMPS:- 1

hkhhhkhhkkkhhhkhkhkhkhkhhhhhhhbhdddhhbhbhhbhhhhhrddhddddhdrhhhhbhdrhdddddhrddrdrrhhh ks,

LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 8813. 6993. 6966.
55 7449. 5445. 5880.
65 6201. 4553. 5606.
75 4809. 3738. 5031.
85 3972 3226 4393.

**MAXIMUM BRIGHTNESSES NOT MEASURED**
R R R R R 2 2 R R R R R R R LY
ELECTRICAL CHARACTERISTICS 120.0V .6408A 76.670W

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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