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BALLABS CERTIFIED TEST REPORT NO. : 14139.2 DATE 04/30/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 4/54W T5HO C LAMP 51.5x14.5X6"ENCLOSED/GASKETED LUMINAIRE
SPECULAR REFLECTOR w/CLEAR ACRYLIC DROP LENS
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20 4855. 5051. ©5078. 4986. 4953.

25 4668. 4891. 4788. 4717. 4695. 2207.6 i .. 00 0 a0
30 4255. 4467. 4303. 4124. 4075. T« -
35 3982. 4146. 3912. 3678. 3612. 2439.4 oo o
40 3585. 3700. 3346. 3172. 3166.

45 3106. 3177. 2780. 2791. 2807. 2266.1
50 2742. 2736. 2459. 2584. 2617.

55 2279. 2143. 2149. 2356. 2415. 2017.5
60 1811. 1648. 1844. 2067. 2111.

ADVANCE BALLAST #ICN-4S54-90C-2LS-G WATTS=212 [

CATALOG NBR: CT4-4LT5-R gz
LAMP TYPE : FP54T5HO/835/C RATED LUMENS  4900. NBR. LAMPS:- 4 [
=Q

oG

CANDLEPOWER DISTRIBUTION o

VERT HORIZONTAL ANGLE ZONAL 188 T
ANG 0 22.5 45 67.5 90 LUMENS .. . a9, i
0 5204. 5204. 5204. 5204. 5204. o e, o3

5 5239. 5250. 5277. 5316. 5326. 504.1 . . oo Hz
10 5098. 5152. 5250. 5316. 5326. S 4 £2
15 5003. 5128. 5259. 5254. 5237. 1471.3 = @ o o £

ICANCE OF

65 1365. 1262. 1583. 1839. 1904. 1568.0
70 930. 973. 1371. 1572. 1594.
75 549. 701. 1055. 1343. 146S. 1086.5
80 261. 516. 827. 1131. 1180.
85 115. 315. 674. 1028. 1104. 717.0
90 59. 266. 625. 723. 734 .
95 38. 190. 282. 359. 375. 283.0
100 54. 81. 141. 217. 239.
105 59 65. 76. 97. 114. 85.8
110 48. 54. 70. 87. 87.
115 38. 54. 65. 81. 81. 64.4
120 0. 54. 59. 70. 70.
125 0. 48. 87. 70. 76. 54.5
130 0. 43. 92. 97. 97.
135 0. 27. 65. 92. 103. 45.6
140 0. 0. 54, 92. 97.
145 0. 0. 54. 65. 65. 23.8
150 0. 0. 43. 54. 54.
155 0. 0. 0. 43 . 43. 7.5
160 0. 0. 0. 38, 32.
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0.
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0.
LUMEN SUMMARY
ZONE LUMENS %LAMP $FIXT ZONE LUMENS %¥LAMP FIXT
0- 30 4183. 21.3 28.2 90-120 433. 2.2 2.9
0- 40 6622. 33.8 44.6 90-130 488. 2.5 3.3
0- 60 10906. 55.6 73.5 90-150 557. 2.8 3.8
0- 90 14277. 72.8 96.2 90-180 565. 2.9 3.8
TOTAL LUMINAIRE = 0-180 14842. 75.7 100.0

IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.2 CROSS= l.é




BALLABS CERTIFIED TEST REPORT NO.: 14139.2 DATE 04/30/09

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO

DESCRIPTION: 4/54W TS5HO C LAMP 51.5x14.5x6"ENCLOSED/GASKETED LUMINAIRE
SPECULAR REFLECTOR w/CLEAR ACRYLIC DROP LENS

ADVANCE BALLAST #ICN-4S54-90C-2LS-G WATTS=212
CATALOG NBR: CT4-4LT5-R
LAMP TYPE : FP54T5HO/835/C RATED LUMENS 4900. NBR. LAMPS:- 4

hkhkkkkkkhkhkhkkhkkhkhkhkhkhkhkhkhhkkhkkhkhhkkhkhkhhkhhhhkkhkkhhhkhkkhkhkkhkhkhkkhkkhhkkhkkkhkkhkhhhkhkkhhkkhkkhhkkhkhhkkhkhkhkkhkhkkik

LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 9861. 7222. 7292.
55 8920. 6385. 7175.
65 7251. 5695. 6850.
75 4762. 5002. 6965,
85 3065 4904 8033.

**MAXIMUM BRIGHTNESSES NOT MEASURED**
Akkkkkhkh kA hhkkkhhk kA hhkhhkhkkkhkhhk kA kkkkkkk kA A Ak kA kA Kk hk ke hhk ke k ko kdk &
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 .89 .89 .89 .89 .87 .87 .87 .87 .83 .83 .83 .78 .78 .78 .75 .75 .75 .73
1 .82 .78 .74 .71 .79 .76 .73 .70 .72 .70 .67 .69 .67 .65 .65 .64 .62 .61
2 .75 .68 .63 .59 .72 .67 .62 .58 .64 .60 .56 .61 .57 .54 .58 .55 .53 .51
3 .68 .61 .55 .50 .66 .59 .54 .49 .57 .52 .48 .54 .50 .47 .52 .49 .46 .44
4 .63 .54 .48 .43 .61 .53 .47 .42 .51 .45 .41 .49 .44 .41 .47 .43 .40 .38
5 .58 .48 .41 .36 .56 .47 .41 .36 .45 .40 .35 .43 .39 .35 .42 .38 .34 .33
6 .53 .43 .37 .32 .52 .42 .36 .32 .41 .35 .31 .39 .34 .31 .38 .33 .30 .29
7 .49 .39 .33 .28 .48 .38 .32 .28 .37 .31 .27 .36 .31 .27 .34 .30 .27 .25
8 .45 .35 .29 .24 .44 .35 .28 .24 .33 .28 .24 .32 .27 .24 .31 .27 .23 .22
9 .42 .32 .25 .21 .41 .31 .25 .21 .30 .25 .21 .29 .24 .21 .28 .24 .20 .19
10 .39 .29 .23 .19 .38 .28 .23 .19 .27 .22 .19 .26 .22 .18 .26 .21 .18 .17

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES






