PHOTOMETRIC REPORT CATALOG:

CIRCLED

MANUFACTURER:

TEST #:

TEST LAB:
CATALOG:
DESCRIPTION:

LAMP CATALOG:
LAMP OUTPUT:
INPUT WATTAGE:

LUMINOUS OPENING:

MAX CD:

ROADWAY CLASS:
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SLP LIGHTING TEST NO. CIRCLEDWLUMASMARTBOARDWITHLENS No
SLP LIGHTING ENGINEERING LAB

CIRCLED Photo
CIRCLED WITH LUMASMART BOARD 2300MA WITH LENS CLD-TCP-18LH .118"THK Araitabla

OPTIX 95 (2) XITANIUM 95W SIMPLESET @ 2300MA

LUMASMART LED MODULE

TOTAL LUMINAIRE LUMENS: 26056.6, ABSOLUTE PHOTOMETRY *
182

RECTANGLE W/LUMINOUS SIDES (L: 18", W: 18", H: 8.04")
9,580.0 AT HORIZONTAL: 0°, VERTICAL: 0°
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PHOTOMETRIC REPORT CATALOG:

CIRCLED
ZONAL LUMEN SUMMARY LUMENS PER ZONE
ZONE LUMENS % LUMINAIRE ZONE LUMENS % TOTAL ZONE LUMENS % TOTAL
0-30  7,521.6 28.9% 0-10 911.1 3.5% 90-100 92.8 0.4%
0-40 12,239.3 47% 10-20 2,635.9  10.1% 100-110 559 0.2%
0-60  20,960.9 80.4% 20-30 3,974.6 15.3% 110-120  0.000 0%
60-90  4,946.9 19% 30-40 4,717.8  18.1% 120-130  0.000 0%
70-100 2,182.4 8.4% 40-50 4,721.6  18.1% 130-140 0.000 0%
90-120  148.7 0.6% 50-60 4,000.0 15.4% 140-150  0.000 0%
0-90 25,907.9 99.4% 60-70 2,857.4 11.0% 150-160 0.000 0%
90-180  148.7 0.6% 70-80 1,591.7 6.1% 160-170  0.000 0%
0-180 26,056.6 100% 80-90  497.9 1.9% 170-180 0.000 0%
ROADWAY SUMMARY LCS TABLE
DISTRIBUTION: TYPE VS BUG RATING B4 - U3 - G3
MAX CD, 90 DEG VERT: 110.0 FORWARD LIGHT LUMENS LUMENS %
MAX CD, 80 TO <90 DEG: 900.0 LOW(0-30): 3,762.3 14.4%
LUMENS % LAMP MEDIUM(30-60): 6,723.1 25.8%
DOWNWARD STREET SIDE: 17 959.8 49.7% HIGH(60-80): 2,225.5 8.5%
DOWNWARD HOUSE SIDE: 12,959.8 49.7% VERY HIGH(80-90): 249.0 1%
DOWNWARD TOTAL: 25,919.6 99.5% BACK LIGHT
UPWARD STREET SIDE: 743 0.3% LOW(0-30): 3,762.3 14.4%
UPWARD HOUSE SIDE: 74.3 0.3% MEDIUM(30-60): 6,723.1 25.8%
UPWARD TOTAL:  148.6 0.6% HIGH(60-80): 2,225.5 8.5%
VERY HIGH(80-90): 249.0 1%
TOTAL LUMENS: 26,068.3 100% UPLIGHT ( )
LOW(90-100):  92.8 0.4%
HIGH(100-180):  55.8 0.2%
TRAPPED LIGHT: (.000 0%
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PHOTOMETRIC REPORT
CATALOG: CIRCLED
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PHOTOMETRIC REPORT
CATALOG: CIRCLED

CANDELA TABLE - TYPEC
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