
PHOTOMETRIC REPORT 
CATALOG: CIRCLED

MANUFACTURER:
TEST #: SLP LIGHTING TEST NO. CIRCLEDWLUMASMARTBOARDNOLENS
TEST LAB: SLP LIGHTING ENGINEERING LAB
CATALOG: CIRCLED
DESCRIPTION: CIRCLED WITH LUMASMART BOARD 2300MA NO LENS CLD-TCP-18LH NO LENS USED

(2) XITANIUM 95W SIMPLESET @ 2300MA
LAMP CATALOG: LUMASMART LED MODULE
LAMP OUTPUT: TOTAL LUMINAIRE LUMENS: 30223.8, ABSOLUTE PHOTOMETRY *
INPUT WATTAGE: 182
LUMINOUS OPENING: RECTANGLE W/LUMINOUS SIDES (L: 18", W: 18", H: 8.04")
CIE CLASS: DIRECT
MAX CD: 10,120.0 AT HORIZONTAL: 0°, VERTICAL: 0°
SPACING CRITERION: @ 0 = 1.31 / @ 90 = 1.31
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ZONAL LUMEN SUMMARY
ZONE LUMENS % LUMINAIRE
0-30 8,020.7 26.5%
0-40 13,311.6 44%
0-60 24,234.7 80.2%
60-90 5,813.5 19.2%
70-100 2,085.5 6.9%
90-120 175.7 0.6%
0-90 30,048.1 99.4%
90-180 175.7 0.6%
0-180 30,223.8 100%

LUMENS PER ZONE
ZONE LUMENS  % TOTAL   ZONE LUMENS % TOTAL
0-10 960.5 3.2%   90-100 109.1 0.4%
10-20 2,777.2 9.2%   100-110 66.6 0.2%
20-30 4,283.0 14.2%   110-120 0.000 0%
30-40 5,291.0 17.5%   120-130 0.000 0%
40-50 5,672.5 18.8%   130-140 0.000 0%
50-60 5,250.5 17.4%   140-150 0.000 0%
60-70 3,837.1 12.7%   150-160 0.000 0%
70-80 1,693.7 5.6%   160-170 0.000 0%
80-90 282.7 0.9%   170-180 0.000 0%

AVERAGE LUMINANCE (CD/M2)
0 15 30 45 60 75 90

0 48414 48414 48414 48414 48414 48414 48414
45 34420 32187 30925 30517 30925 32187 34420
55 30095 27673 26340 25914 26340 27673 30095
65 22664 20419 19222 18845 19222 20419 22664
75 10535 9237 8573 8368 8573 9237 10535
85 1169 984 895 868 895 984 1169

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD
EFFECTIVE FLOOR CAVITY REFLECTANCE: 20% 

RCC %: 80 70 50 30 10 0

RW %:
RCR: 0

1
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70 50 30 0
1.19 1.19 1.19 1.19
1.09 1.04 1.00 .97
.99 .91 .84 .79
.90 .80 .72 .65
.83 .71 .62 .55
.76 .63 .54 .47
.70 .57 .48 .41
.65 .51 .42 .36
.60 .47 .38 .32
.56 .43 .34 .29
.53 .39 .31 .26

70 50 30 0
1.16 1.16 1.16 .99
1.06 1.02 .98 .85
.97 .89 .83 .71
.88 .78 .71 .61
.80 .69 .61 .52
.74 .62 .53 .45
.68 .56 .47 .39
.63 .50 .42 .35
.59 .46 .38 .31
.55 .42 .34 .28
.51 .39 .31 .25

50 30 20
1.11 1.11 1.11
.98 .95 .92
.86 .80 .76
.75 .69 .63
.67 .60 .54
.60 .52 .46
.54 .46 .41
.49 .41 .36
.44 .37 .32
.41 .34 .29
.38 .31 .26

50 30 20
1.06 1.06 1.06
.94 .91 .89
.82 .78 .74
.72 .67 .62
.64 .58 .53
.58 .51 .46
.52 .45 .40
.47 .40 .35
.43 .36 .32
.40 .33 .28
.37 .30 .26

50 30 20
1.02 1.02 1.02
.90 .88 .86
.79 .76 .72
.70 .65 .61
.62 .57 .52
.56 .50 .45
.50 .44 .40
.46 .40 .35
.42 .36 .31
.39 .33 .28
.36 .30 .26

0
.99
.84
.70
.59
.50
.43
.38
.33
.29
.26
.24
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CANDELA TABLE - TYPE C
0 15 30 45 60 75 90

0 10120 10120 10120 10120 10120 10120 10120
5 10100 10100 10100 10100 10100 10100 10100

10 10010 10010 10010 10010 10010 10010 10010
15 9840 9840 9840 9840 9840 9840 9840
20 9600 9600 9600 9600 9600 9600 9600
25 9300 9300 9300 9300 9300 9300 9300
30 8910 8910 8910 8910 8910 8910 8910
35 8460 8460 8460 8460 8460 8460 8460
40 7950 7950 7950 7950 7950 7950 7950
45 7360 7360 7360 7360 7360 7360 7360
50 6710 6710 6710 6710 6710 6710 6710
55 5910 5910 5910 5910 5910 5910 5910
60 4960 4960 4960 4960 4960 4960 4960
65 3920 3920 3920 3920 3920 3920 3920
70 2730 2730 2730 2730 2730 2730 2730
75 1520 1520 1520 1520 1520 1520 1520
80 670 670 670 670 670 670 670
85 130 130 130 130 130 130 130
90 110 110 110 110 110 110 110
95 100 100 100 100 100 100 100

100 90 90 90 90 90 90 90
105 80 80 80 80 80 80 80
110 0 0 0 0 0 0 0
115 0 0 0 0 0 0 0
120 0 0 0 0 0 0 0
125 0 0 0 0 0 0 0
130 0 0 0 0 0 0 0
135 0 0 0 0 0 0 0
140 0 0 0 0 0 0 0
145 0 0 0 0 0 0 0
150 0 0 0 0 0 0 0
155 0 0 0 0 0 0 0
160 0 0 0 0 0 0 0
165 0 0 0 0 0 0 0
170 0 0 0 0 0 0 0
175 0 0 0 0 0 0 0
180 0 0 0 0 0 0 0
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