PHOTOMETRIC REPORT
CATALOG: CIRCLED

MANUFACTURER:

TEST #: SLP LIGHTING TEST NO. CIRCLED W LUMASMART BOARD NO LENS

TEST LAB: SLP LIGHTING ENGINEERING LAB

CATALOG: CIRCLED

DESCRIPTION: CIRCLED WITH LUMASMART BOARD 2400MA NO LENS CLD-TCP-18LH NO LENS USED
(2) XITANIUM 95W SIMPLESET @ 2400MA

LAMP CATALOG: LUMASMART LED MODULE

LAMP OUTPUT: TOTAL LUMINAIRE LUMENS: 27854, ABSOLUTE PHOTOMETRY *

INPUT WATTAGE: 186
LUMINOUS OPENING: RECTANGLE W/LUMINOUS SIDES (L: 18", W: 18", H: 8.04")

NEMA TYPE: 7X7
MAX CD: 10,210.0 AT HORIZONTAL: 0°, VERTICAL: 0°
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CATALOG: CIRCLED
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W d: 9,189, 90%
od: 7,658, 75%
od: 6,126, 60%

W od: 5,105, 50%

--- MaxCd

ZONAL LUMEN SUMMARY

ZONE LUMENS % LUMINAIRE
0-30  8,035.1 28.8%
0-40  13,273.2 47.7%
0-60 23,464.7 84.2%
60-90 4,183.0 15%
70-100 1,307.3 4.7%
90-120  206.4 0.7%
0-90 27,647.7 99.3%
90-180  206.4 0.7%
0-180 27,854.0 100%

FLOOD SUMMARY

FIELD (10%):
BEAM (50%):
TOTAL:

EFFICIENCY LUMENS HORIZONTAL SPREAD VERTICAL SPREAD

97.4%  27,136.8 149.1 149.1
77.6%  21,602.8 111.6 111.6
99.3% 27,6518

AVERAGE LUMINANCE (CD/M2)
0 15 30 45 60 75 90

0148844 48844 48844 48844 48844 48844 48844
4533672 31487 30253 29854 30253 31487 33672
5526836 24676 23488 23108 23488 24676 26836
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Cd: 4,054, 40%:
W Cd: 3,063, 30%
cd: 2,042, 20%
W Cd: 1,021, 10%
---- Poink of Max Cd: 10,210.0

PAGE 2 OF 3
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CANDELA TABLE - TYPE C
0 15 30 45 60 75 90

0/10210/10210 10210 10210 10210 10210 10210
5/ 10190 10190 10190 10190 10190 10190 10190
10 10080/ 10080 10080 10080 10080 10080 10080
15 9900, 9900 9900 9900 9900/ 9900 9900
20/ 9630/ 9630 9630, 9630 9630 9630 9630
25/ 9280/ 9280 9280 9280 9280 9280 9280
30 8860 8860 8860 8860 8860 8860 8860
35 8380 8380 8380, 8380 8380 8380 8380
40 7830 7830, 7830, 7830 7830 7830 7830
45 72000 7200/ 7200/ 7200 7200 7200 7200
50 6270/ 6270 6270 6270 6270 6270 6270
55| 5270/ 5270 5270 5270 5270 5270 5270
60 4210 4210/ 4210/ 4210 4210 4210 4210
65 3030 3030/ 3030/ 3030 3030 3030 3030
70 1820 1820/ 1820/ 1820 1820 1820 1820
75 940 940 940 940 940 940 940
80 250 250 250 250 250 250 250
85 120 120 120 120 120 120 120
90 110 110 110 110 110 110 110
95 100 100 100 100 100 100 100
100 80 80 80 80 80 80 80
105 80 80 80 80 80 80 80

110 70 70 70 70 70 70 70
115 0 0 0 0 0 0 0
120 0 0 0 0 0 0 0
125 0 0 0 0 0 0 0
130 0 0 0 0 0 0 0
135 0 0 0 0 0 0 0
140 0 0 0 0 0 0 0
145 0 0 0 0 0 0 0
150 0 0 0 0 0 0 0
155 0 0 0 0 0 0 0
160 0 0 0 0 0 0 0
165 0 0 0 0 0 0 0
170 0 0 0 0 0 0 0
175 0 0 0 0 0 0 0
180 0 0 0 0 0 0 0
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