1618 HEADLAND DR.

FENTON, MO 63026 ﬁ
Buome Acoustics & LighTiNG LaBoRaToRIES, INC. P 0 e
BALLABS CERTIFIED TEST REPORT NO.: 20091.1 DATE 10/25/17

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2-44 LED 22"ARRAYS 4'EXTRUDED SURFACE MNT LUMINAIRE
WHITE FLAT REFL IN ACRYLIC HOUSING w/WHITE DIFFUSER
PHILIPS XITANIUM DRIVER #XI054C150V054BST1 w/8.2K RESISTOR
CATALOG NBR: PRF-S1-4-LZH-40-U

fo
LAMP TYPE : FORTIMO LED LINE 2FT 4000LM 840 1R LV2 .
CANDLEPOWER DISTRIBUTION 188 g, =8
VERT HORIZONTAL ANGLE ZONAL : . . o9, o
ANG O 22.5 45 67.5 90 LUMENS | Tl e £E
0 1762. 1762. 1762. 1762. 1762. T 22
5 1786. 1747. 1752. 1747. 1745. 167.3 : [ [ i . a0 % gE
10 1754. 1723. 1728. 1730. 1726. R 2z
15 1701. 1678. 1689. 1699. 1699. 479.5 % L8
20 1629. 1605. 1641. 1653. 1658. S T R g
25 1529. 1524. 1572. 1594. 1606.  724.2 : 70 w0 g KB
30 1428. 1440. 1490. 1526. 1546. L AU - -
35 1310. 1344. 1396. 1445. 1469. 875.5 50
40 1185. 1224. 1286. 1351. 1380.
45 1061. 1097. 1178. 1252. 1284. 909.8
50 934. 965. 1053. 1138. 1174.
55 789. 830. 926. 1020. 1063.  830.2
60 641. 694. 802. 907.  952.
65 502. 567. 691. 796. 840. 676.3
70 355. 434. 576. 684.  730.
75 218. 322. 477. 585. 626. 477.5
80 94. 226. 381. 492.  525.
85 21. 147. 300. 406.  441.  295.8
90 0. 86. 230. 329.  370.
95 0. 50. 170. 264. 305. 173.5
100 0. 24. 122. 206.  242.
105 0. 5. 84. 156.  185. 89.3
110 0. 0. 51. 117.  139.
115 0. 0. 19. 79. 99. 36.6
120 0. 0. 0. 36. 55. A T
125 0. 0. 0. 9. 15. 3.7 LR
130 0. 0. 0. 0. 0. : ;
135 0. 0. 0. 0. 0. .0
140 0. 0. 0. 0. 0. :
145 0. 0. 0. 0. 0. .0
150 0. 0. 0. 0. 0.
155 0. 0. 0. 0. 0. .0 ®
160 0. 0. 0. 0. 0.
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0. TESTING
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0. NVLAP LAB CODE 200921-0
LUMEN SUMMAR
ZONE LUMENS $LAMP SFIXT ZONE LUMENS $LAMP SFIXT
0- 30 1371.  NA. 23.9 90-120 299.  NA. 5.2
0- 40 2247.  NA. 39.1 90-130 303. NA. 5.3
0- 60 3987.  NA. 69.5 90-150 303. NA. 5.3
0- 90 5436.  NA. 94.7 90-180 303. NA. 5.3
TOTAL LUMINAIRE = 0-180 5739. NA. 100.0
IES SPACING CRITERIA: END= 1.2 DIAGONAL = 1.3 CROSS= 1.3

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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LAMP TYPE : FORTIMO LED LINE 2FT 4000LM 840 1R LV2
Akkhhkhkhhkhhhhhhhkhkhhkhhhhhhhhhhkhkhhkhhokhhrkhhhdhbhhhkhdhkdrkdkhhhhdkkrhkx

LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 20239. 15491. 16889.
55 18541. 13250. 15213.
65 16028. 11219. 13641.
75 11344. 9268. 12168.
85 3183. 7556. 11097.

**MAXIMUM BRIGHTNESSES NOT MEASURED**

kkkhkhkhhhkhhhkhkhkhkdhhhhhhhhkdkddrhddhhkhkhhhhhhhhdddhrhhhhhhhkhkhkhhhhhhhkkhhkkk

ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WwALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 1.18 1.18 1.18 1.18 1.14 1.14 1.14 1.14 1.08 1.08 1.08 1.02 1.02 1.02 .97 .97 .97 .95

1 1.07 1.02 .97 .93 1.04 .99 .95 .91 .94 .90 .87 .89 .86 .83 .84 .82 .80 .78

2 .97 .89 .81 .75 .94 .86 .80 .74 .82 .76 .72 .78 .73 .69 .74 .70 .67 .64

3 .89 .78 .70 .63 .86 .76 .68 .62 .72 .66 .61 .69 .63 .59 .66 .61 .57 .55

4 .81 .69 .60 .54 .79 .67 .59 .53 .64 .57 .52 .61 .55 .50 .59 .53 .49 .47

5 .74 .61 .52 .45 .72 .60 .51 .45 .57 .49 .44 .54 .48 .43 .52 .46 .42 .40

3 .68 .55 .46 .39 .66 .53 .45 .39 .51 .43 .38 .49 .42 .37 .47 .41 .36 .34

7 .63 .49 .40 .34 .61 .48 .40 .34 .46 .38 .33 .44 .37 .32 .42 .36 .32 .30

8 .58 .44 .35 .29 .56 .43 .35 .29 .41 .34 .29 .40 .33 .28 .38 .32 .28 .26
9 .53 .39 .31 .25 .51 .39 .31 .25 .37 .30 .25 .36 .29 .24 .34 .28 .24 .22
10 .49 .36 .28 .22 .48 .35 .27 .22 .34 .27 .22 .32 .26 .21 .31 .25 .21 .19

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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dkhkhkhkhkhkhkhkhhhkhkkhhhkhkhhhdhhhhhhhhhhkhhhhhhhhhhhdhhhhdkdhkdhhkdhdhdhdhdkddd
ELECTRICAL CHARACTERISTICS 119.95V .4489A 52.465W

LUMINOUS EFFICACY (LUMENS / WATTS) = 109.4

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08

g ~=]
43,00

47 53

-
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