1618 HEADLAND DR.

FENTON, MO 63026 ﬁ
Buoine Acoustics & LighTing LaBoraToRiEs, Inc. [ e
BALLABS CERTIFIED TEST REPORT NO.: 20092.0 DATE 10/24/17

PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2-44 LED 22"ARRAYS 4'EXTRUDED SURFACE MNT LUMINAIRE
WHITE FLAT REFL IN ACRYLIC HOUSING w/WHITE DIFFUSER
PHILIPS XITANIUM DRIVER #XI054C150V054BST1 w/8.2K RESISTOR
CATALOG NBR: PRF-S1-4-LZH-50-U

wo
LAMP TYPE : FORTIMO LED LINE 2FT 4000LM 850 1R LV2 §§
a<g
CANDLEPOWER DISTRIBUTION 180 g, §§
VERT HORIZONTAL ANGLE ZONAL : . B9, o+
ANG O 22.5 45 67.5 90 LUMENS @ 7 e, =i
0 1750. 1750. 1750. 1750. 1750. Lol T 29
5 1776. 1741. 1740. 1733. 1732. 166.3 oo s S % e
10 1747. 1713. 1716. 1713. 1710. T L us
15 1704. 1670. 1681. 1684. 1681. 476.8 ¢ ST o % i
20 1635. 1614. 1632. 1638. 1641. LSS w i
25 1552. 1536. 1568. 1582. 1590. 724.0 TS0 o LT e K
30 1449. 1427. 1482. 1516. 1526. UL - :
35 1335. 1314. 1386. 1445. 1449. 869.5 F
40 1205. 1197. 1275. 1351. 1358.
45 1066. 1074. 1161. 1245. 1270. 899.8
50 927. 947. 1045. 1130. 1173.
55  795. 820. 926. 1012. 1063. 826.9
60  660. 696 . 814. 898. 952.
65 518. 566 . 699. 793. 843. 679.5
70  366. 440. 589. 693. 726 .
75 223, 326. 492. 596. 621. 485.3
80 98. 223. 397. 505. 521.
85 19. 144. 312. 418. 433. 300.3
90 0. 90. 241. 341. 358.
95 0. 51. 182. 268. 290. 176.2
100 0. 25. 130. 207. 229.
105 0. 3. 94. 158. 178. 91.0
110 0. 0. 58. 117. 139.
115 0. 0. 19. 74 . 102. 35.9
120 0. 0. 2. 30. 58.
125 0. 0. 0. 3. 18. 2.8
130 0. 0. 0. 0. 2.
135 0. 0. 0. 0. 0. .0
140 0. 0. 0. 0. 0.
145 0. 0. 0. 0. 0. .0
150 0. 0. 0. 0. 0.
155 0. 0. 0. 0. 0. 0
160 0. 0. 0. 0. 0.
165 0. 0. 0. 0. 0. .0
170 0. 0. 0. 0. 0. TESTING
175 0. 0. 0. 0. 0. .0
180 0. 0. 0. 0. 0. NVLAP LAB CODE 200921-0
LUMEN SUMMAR
ZONE LUMENS $LAMP $FIXT ZONE LUMENS $LAMP SFIXT
0- 30 1367. NA. 23.8 90-120 303. NA. 5.3
0- 40 2237. NA. 39.0 90-130 306. NA. 5.3
0- 60 3963. NA. 69.1 90-150 306. NA. 5.3
0- 90 5428. NA. 94.7 90-180 306. NA. 5.3
TOTAL LUMINAIRE = 0-180 5734. NA. 100.0
IES SPACING CRITERIA: END= 1.2  DIAGONAL = 1.3 CROSS= 1.3

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.: 200%2.0 DATE 10/24/17
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2-44 LED 22"ARRAYS 4'EXTRUDED SURFACE MNT LUMINAIRE
WHITE FLAT REFL IN ACRYLIC HOUSING w/WHITE DIFFUSER
PHILIPS XITANIUM DRIVER #XI054C150V054BST1 w/8.2K RESISTOR
CATALOG NBR: PRF-S1-4-LZH-50-UT
LAMP TYPE : FORTIMO LED LINE 2FT 4000LM 850 1R LV2

khkkhkkhkhkhhkhkhhhkhkhdhkhkdkhkxhxhddhhhhhhhhkhhdhhkhkdhdhhddhkhdhkhdhdhrhkddhhbkdhhddhrdk

LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 20322. 15263. 16707.
55 18682. 13255. 15219.
65 16527. 11344. 13683.
75 llé6le6. 9560. 12072.
85 3007 7861. 10913.

**MAXIMUM BRIGHTNESSES NOT MEASURED**
hkkkhkkhhhhhhkkhhkhkhhhhkhhhhhhhhhhhrkhdhkkhhkhhkhhkkhkkhrhhhhrhhkhdkkdhkhkk*k
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 1.18 1.18 1.18 1.18 1.14 1.14 1.14 1.14 1,08 1.08 1.08 1.02 1.02 1.02 .97 .97 .97 .95
i 1.07 1.02 .97 .93 1.03 .99 .85 .91 .%4 .90 .87 .89 .86 .83 .84 .B2 .80 .77
2 .97 .88 .81 .75 .94 .86 .80 .74 .82 .76 .71 .78 .73 .69 .74 .70 .67 .64
3 .89 .78 .70 .63 .86 .76 .58’ .62 .72 .66 .60 .69 .63 .59 .66 .61 .57 .55
4 .81 .69 .60 .53 .78 .67 .59 .53 .64 .57 .51 .61 .55 .50 .58 .53 .49 .47
5 .74 .61 .52 .45 .71 .59 .51 .45 .57 .49 .44 .54 .48 .43 .52 .46 .42 .39
6 .68 .54 .45 .39 .66 .53 .45 .39 .51 .43 .38 .49 .42 .37 .47 .41 .36 .34
7 .63 .49 .40 .34 .61 .48 .39 .33 .46 .38 .33 .44 .37 .32 .42 .36 .32 .30
8 .58 .44 .35 .29 .56 .43 .35 .29 .41 .34 .28 .39 .33 .28 .38 .32 .27 .25
9 .53 .3% .31 .25 .s1 .39 .31 .25 .37 .30 .25 .35 .29 .24 .34 .28 .24 .22
10 .49 .36 .28 .22 .48 .35 .27 .22 .34 .27 .22 .32 .26 .21 .31 .25 .21 .19

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 20092.0 DATE 10/24/17
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2-44 LED 22"ARRAYS 4 'EXTRUDED SURFACE MNT LUMINAIRE
WHITE FLAT REFL IN ACRYLIC HOUSING w/WHITE DIFFUSER
PHILIPS XITANIUM DRIVER #XI054C150V054BST1 w/8.2K RESISTOR
CATALOG NBR: PRF-S1-4-LZH-50-U
LAMP TYPE : FORTIMO LED LINE 2FT 4000LM 850 1R LV2

Akkhhhhkdkhhhhhhhhhhhhhhhhkdhhhkdkkrhhhdhkkkhkhkhkhhhkhdhdhdhh bk kkkhkhkhhk
ELECTRICAL CHARACTERISTICS 119.98V .4586A 53.329W
LUMINOUS EFFICACY (LUMENS / WATTS) = 107.5

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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